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Turnipseed Engineering, LTD

PORTIONS OF TOWNSHIP 24 & 25 NORTH,
RANGE 40 & 41 EAST, M.D.B.&M.

PROPOSED MANNER OF USE [UNCHANGED]

IRRIGATION

PROPOSED PLACE OF USE [UNCHANGED]

ALL OF SECTION1T. 24 N,,R. 40 E., M.D.B.& M.,
504.8 ACRES

PROPOSED POINT OF DIVERSION

WITHIN THE SW 1/4 SW 1/4, OF SECTION 1 T. 24
N, R. 40 E., M.D.B.& M. OR AT A POINT FROM
WHICH THE NE CORNER OF SAID SECTION 1
BEARS N. 45°10'37.2" E., A DISTANCE OF 6,971
FEET.

BASIS OF BEARINGS

POSITIONS AND TIES ARE GPS DERIVED USING
WGS84 DATUM GPS ACCURACY +/-3TO 5
METERS. SECTION LINE DISTANCE AND
BEARINGS OBTAINED FROM BLM GCDB AND
THE SURVEYOR GENERALS SURVEY DATED
MAY §,1876 FOR T.24N,,R. 40 E., M.D.B. & M,

SCALE
500 0 250 300 1,000 2,000 FEET

I e ey ——

1 inch = 500 ft.

LEGEND

______ QUARTER-QUARTER LINE

SECTION LINE

TOWNSHIP / RANGE LINE

| _-_; PROPOSED PLACE OF USE

FOUND MONUMENT [BLM BRASS CAP]
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Turnipseed Engineering, L'TD
4621 Gentry Lane

Carson City Nevada, 89701
775-885-2101
www.turnipseedengineering.com

g

\ | ‘g MAP TO ACCOMPANY TEMPORARY CHANGE
Praa. i APPLICATION TO
\ uLzTrTes | CHANGE THE POINT OF DIVERSION
N OF A PORTION OF PERMIT 64624

STATE ENGINEER'S USE

FOR
IRRIGATION USE
BY
JAMES A. EDGMON AND ROMMIE H. EDGMON
| FROM
T D SHTENIORG Do AN UNDERGROUND SOURCE
. IN
LANDER COUNTY, NEVADA.




