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CONTRIBUTIONS TO THE HYDROLOGY OF THE UNITED STATES

EVALUATION OF HYDROGEOLOGY AND HYDROGEO-
CHEMISTRY OF TRUCKEE MEADOWS AREA, WASHOE
COUNTY, NEVADA

By Paoae Couex and Omar J. Losurz

ABESTRACT

Practically all the ground water of economic importance In the Truckee
Meadows area, an alluviated imtermontane basin in western Nevada, i in
the valley fill, which consists of ‘unconsolidated and partially consolidated
sedimentary deposits, The Mesozoic and Cenozole consolidated rocks of the
mountaing bordering the ‘valley contain some water in fractures and other
openings, but they have virtually no interstitial permeability. The permea-
bility of the valley fill 18 extremely variable, The Trackee Formation, which
is the oldest deposit of the valley fill, ylelds very little water to wells. FPers
meable lenses of sand and gravel in the valley fill that are youuger thun the
Truckee Formution yield moderate to large smounts of watler to wells

The estimated average annusl recharge to and discharge from the ground-
water reservolr is 95,000 acre-feet.  About 25,000 acrefeet of the recharge
s from the infiliration of irrigation water diverted from the Truckee River.
Most of the discharge iz by evapotranspiration and by seepage to ditchies and
gireams.

Some water in the area is unsuitable for many uses because of it poor
chemical quality. ~Water in the Steamboat Springs area ig hot and Las bigh
concentrations of ehloride and dissolved solids. Both water draining areas
of bleached rock snd ground water downgradient from areas of  bleached
rock have high concentrations of sulfate and dlssolved golids  Surface water
of low. digsolved-solids content mixes with and- dilutes some hiehly mineral-
ized ground water. :

Increased pumping in discharge areas will help to alleviate waterlogged
conditions and will decresze ground-water logses by evapotranspiration.. Ia-
ereased pumping peat the Truckee River may induecse recharge Irom the river
to the ground-water system.

INTRODUCTION
PURPOSE AND SCOPE OF THE INVESTIGATION

In the Truckee Meadows avea, the second largest population cen-
ter in Nevada, practically all water for irrigation and most water
for municipal supply is diverted from the Truckee River. During

81




52 CONTRIBUTIONS TO THE HYDROLOGY OF THE TNITED STATES

periods of drought, as in 1959-61, deficient precipitation and runoff

cause serious water shortages. The rapid increase of the area’s
population during the past two decades has caused an increased
demand for water in the valley. Hence, water shortages during
future periods of drought may be more serious.

On the average, surface water diverted into the valley for irriga-
tion exceeds in amount the water beneficially used by crops. As
a result, some of the land formerly used for agriculture in the north-
eastern part of the valley is waterlogged; that land is not suitable
for urban development. ‘

In some parts of the valley, ground water is unsuitable for many
uses because of its poor chemical quality. Domestic wells and some
large-capacity wells developed for municipal use have been aban-
doned because of excessive amounts of certain dissolved constituents
in the water from these wells, ~Also, attempts to develop thermal
water for generating power and for heating homes and greenhouses
generally have been unsuccessful owing to the poor chemical quality
of some of the water.

To obtain some of the data needed to utilize the water resources of
the valley effectively, the U.S. Geological Survey in cooperation
with the Office of the Nevada State Engineer (now a division of the
Nevada Department of Conservation and Natural Resources) began
in 1950 a study of several aspects of the ground-water hydrology of
the area. The study was intended to stress those aspects of the
ground-water system that bear directly on the hydrologic problems
as described in the preceding text. To this end, the geology of the
area was mapped with particular emphasis on the occurrence and
water-bearing properties of the unconsolidated deposits of the valley
fill. Seepage measurements were made along streams and irriga-
tion ditches to determine areas of ground-water recharge and dis-
charge and to obtain a rough approximation of the average annual
recharge and discharge.

An intensive water-quality study was undertaken. Water samples

were obtained from selected wells, streams, and ditches. Water-

quality data also were obtained from several government agencies.

The content of this report is limited mainly to the aforementioned
studies. During the investigation it became apparent that other
detailed studies would be necessary to completely define the hy-
drology of the valley. TFor example, because the ground-water gys-
tem is closely related to the surface-water system, comprehensive
and coordinated ground-water and surface-water studies are needed.
A detailed analysis of the flow of the Truckee River and tributary
streams would help define more accurately the ground-water re-
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charge and discharge and the possible uses of water in the valley.
e In 1961, gaging stations were constructed along Galena, Whites,
Steamboat, and Hunter Creeks. - Data obtained at these stations and.
at stations along the Truckee I{wer should be useful in future more
; comprehensive studies.

LOCATION AND GENERAJL FEATURES OF THE AREA

The Truckee Meadows area is one of a series of north-trending
basins in northwestern Nevada that idre bordered on the west by
spurs of the Sierra Nevada and on the east by the Virginia Range
and its southward extension, the Pine Nut Range. In this report,
the term “Truckee Meadows avea” defines the topographic basin
bordered on the west by the Carson Range, which is a spur of the
Sierra Nevada, on the east by the Virginia Range, on the north by
units of these two ranges, and on the south by Pleasant Valley.
Pleasant Valley is drained by Steamboat Creek, which flows north-
ward into Steamboat Valley. Steamboat Valley is considered part
of the Truckes Meadows area in this report. Spanish Springs Val-
ley drains into the Truckee Meadows area from the north.

Reno and the adjoining city of Sparks are the major communities
in the Truckee Meadows area. The total population in the area in
1960 was about 80,000. ~

The Truckee River, the principal stream in the area, heads in
the Sierra Nevada south of Lake Tahoe and about 40 miles south-
west of Reno, and it discharges into that lake near its southern
shore. The river discharges from the northwestern margin of the
lake and flows northward and northeastward through a steep-walled
canyon to the city of Verdi, Nev., about 7 miles west of Reno.  From
there, the river flows eastward out of the highlands of the Sierra
Nevada, follows a meandering course eastward through the Truckee
g Meadows area, and discharges from the valley through a narrow,
‘ steep-walled canyon in the Virginia Range. It next flows eastward
to the city of Wadsworth, about 25 miles east of Reno, thenee north-
ward for about 15 miles and discharges into Pyramid Lake.

Steamboat Creek is the Truckee River’s principal tributary in
the study area. It enters the Truckee Meadows area through a
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from north to south, Hunter, Alum, Evans, Dry, Thomas, Whites,
Jones, and Galena Creeks. :

A network of ditches supplies irrigation water to farms and
ranches in the area. The larger ditches that carry water from the
Truckee River include Steamboat, Last Chance, Lake, Cochran,
Scott Ranch, and Pioneer ditches along the western margin of the
valley, and the Highland and Orr ditches along the northern mar-
gin of the valley. The Orr ditch brings water to Spanish Springs
Valley and returns excess water to the Truckee River by way of
the North Truckee drain. Some of the water diverted from ditches
along the western margin of the valley returns to the Truckee
River by way of Boynton Slough and Steamboat Creek.

The Sierra Nevada is a major factor influencing the climate of
the area. Moisture-laden air moving eastward is forced aloft by
the mountains. The air cools and condenses, resulting in heavy
precipitation in the mountains, locally more than 40 inches per
year. Normally, the abundant precipitation in the mountains SUp-
plies plentiful surface water to the study area. The Truckee
Meadows area is in the rain shadow of the Sierra Nevada: eon-
sequently, precipitation on the valley floor is small, and the climate
is arid to semiarid. . As a result, it is necessary to irrigate nearly
all erops raised in the area.

The average annual precipitation in Reno during the period 1871~
1959 was 7.14 inches. The maximum annual precipitation, 13.73
inches, oceurred in 1890, and the minimum annual precipitation,
1.55 inches, occurred in 1947. More than half of the annual pre-
cipitation usually occurs from December through March (table 1).

Tants L—~Average monthly precipitation af Reno, Nev., 1871~1959

[From U8, Weather Bureau records]

Normal | Norinal Normmal | Normal
Month (inches) | (percent of Month nchesy ((percent of
. annual) annusl
January.o. .. oo Ll 138 195 Ausust ool 0.20 2.8
February_ . .oooo.u.l 107 15 Beptember, ... o 0L S 24 3.4
farcho. il o0 .75 1005 "October. .. _Looo .o .38 5.3
Aprilo. o iocoiioil. 49 6.9 November..__ ... 58 81
May. .o 53 T4 1 December.i .o oioiz. a8 13.7
Junes o il 31 4.3
Julyo o oiiiion. 22 31 Total annual 2} 7. 14 1 100,00

PREVIOUS INVESTIGATIONS

King (1878) briefly described a number of the geologic aspeets of
the area. The geology of the Comstock Lode mining district and
of adjacent areas about 20 miles southeast of Reno was described
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by Becker (1882), Gianella (1936), Calkins (1944), and Calkins and
Thayer (1945). Thompson (1952) described the character of the
basin-and-range structure south of Reno and prepared a geologic
map of the Virginia City quadrangle (1956). Some aspects of the
hydrology of the Truckee Mendows area were discussed in a feasi-
bility report prepared by the U.S. Burean of Reclamation (1954).
The results of a gravity survey in the area were given by Thompson
and Sandburg (1958). Several aspects of the hydrogeochemistry of
the area were discussed by Brannock, Fix, Gianella and White
(1948), White (1957a,b), and Cohen (1961). :
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m the first by a slanted line, is the num-
ber of the range east of the Mount Diablo Meridian. The third unit,
separated from the second by a dash, is the section number fol-
lowed by two lowercase letters designating the quarter and quarter-
quarter section and, finally, a number designating the order in
which the well, spring, or sampling site was recorded in the sub-
division. The letters a, b, ¢, and d desionate, respectively, the
~northeast, northwest, southwest, and southeast quarters. For ex-
ample, well number 19/19-18be3 is the third well recorded in the
SW1,NW14 sec. 13, T. 19 N, R. 19 E. The number assigned to a
water sample is the same as the number assigned to the sampling
site. However, for the sake of clarity, in the text the numbers of
samples collected from springs are preceded by the letters Sp, and
the numbers of samples collected from streams, ditches, and lakes
are preceded by the letters St. If no letters precede a sample num-
ber, the sample is from a well.

Because of space limitation, only the last two lowercase letters
indicating the subdivision of the section and the number indicating
the recording order of the well, spring, or sampling site are shown
on maps (pls. 1, 2, 3) accompanying this report. Township and
range numbers are shown along the edges of these maps, and sec-
tion numbers are shown at or near the centers of the sections.

second unit, separated fro

GEOLOGY
GEOMORTHOLOGY

The Truckee Meadows area is along the western margin of the
Great Basin section of the Basin and Range physiographic province.

In most aspects, the geom
Great Basin. The valley
filled with unconsolidated
lacustrine deposits.

The ranges bordering th

orphology of the area is typical of the
is a structural depression that is partly
and partially consolidated subaerial and
MOUNTAINS

e Truckee Meadows area are deeply dis-

sected, complex, fault-block mountains composed of igneous, meta-

morphic, and sedimentary
troughs and ridges by nor
subordinate Carson Range
granitic rocks that have b
metamorphic rocks and ar

mn

rocks, and they have been broken into
al faults. The Sierra Nevada and the
consist Jargely of granodiorite and other

sen emplaced into a complex sequence of

e covered by a thick sequence of lavas

and lacustrine deposits. The Carson Range, a structural high, is
separated from the main mass of the Sierra Nevada by a structural
low, The Virginia Range also is a structural high that has been
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broken by normal faults, but it differs from the Carson Range in
that it is composed of a higher percentage of extrusive rocks.

Complex internal folding and thrust fanlting probably have had
little control on the present overall height and form of the mountains.
The topographic relief of the mountains has resulted principally
from uplift and gentle warping associated with movement along
normal faults. In detail, however, internal structure, volcanism,
sedimentation, and erosion also have been major factors in the for-
mation of the present land forms.

TUPLAND EROSIONAL SURFACES

As viewed from the valley floor, the crest of the Carson Range
appears to be a dissected, roughly planar surface that dips north-
ward. Accordant summits are the rule although some peaks pro-
trude above the plane defined by the accordant summits.

Remnants of planar erosional surfaces oceur at successively lower
altitudes along the mountain fronts. Some of these surfaces have
much lateral continuity, but most are above an altitude of about
5,000 feet and can be traced only for short distances. The lateral
continuity of these surfaces has been disrupted and obscured by
faulting and erosion.,

The surface having the greatest lateral continuity is called in this
report the 5,000-foot terrace. In the Carson Range, the terrace has
been formed on unconsolidated and partially consolidated deposits
ranging in age from Pliocene to Pleistocene; however, in the canyon
of the Truckee River west of Reno and in the foothills of the Carson
Range, the terrace has been formed on tilted lacustrine and fluviatile
deposits. The uppermost edge of the terrace, marked by a pro-
nounced topographic break near the foot of Peavine Peak, is sbout
5,000 feet above sea level or about 600 feet above the valley floor.
About 114 miles south of Peavine Peak, the flat upper surface of
Chalk Bluff in secs. 17 and 18, T. 19 N, R. 19 E,, is part of the
5,000-foot terrace and is at an altitude of about 4,960 feet. There-
fore, the terrace slopes southward gently from the break toward the
Truckee River,

From the longitude of Chalk Bluff, the 5,000-foot terrace extends
westward about 3 miles upstream and there merges with the present
flood plain of the Truckee River. The terrace extends downstream
along the northern margin of the valley for about 10 miles and then
northward along the western margin of Spanish Springs Valley.
The 5,000-foot terrace does not occur along the western slope of the
Virginia Range. :
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ALLUVIAL FANS

Alluvial fans have only moderate to poor physiographic expres-
sion in the Truckee Meadows area. Distinct fans do not occur
along the base of the Carson Range. Rather, the alluvial apron
bordering this range is the previously described 5,000-foot terrace.

Small but distinet fans have been formed at the mouths of some
of the streams draining the Virginia Range. These fans are
mapped as fanglomerate on plate 1.

BTHREAMS

For the most part, the course of the river in the Sierra Nevada is
structurally controlled. From Lake Tahoe to the vicinity of Reno,
the Truckee River is characterized by rapids and waterfalls. On
the valley floor of the Truckee Meadows area, the river is char-
acterized by cutoff meanders, oxbow lakes, natural levees, and a
wide flood plain. The river discharges from the valley through a
bedrock gorge in the Virginia Range; there its gradient steepens
and rapids are common. In the reach through the Virginia Range,
the river cuts across the northward structural trend.

Steamboat Creek is a sluggish meandering stream. It flows
northward across the valley and cuts obliquely across the structural
trend of the Huffaker Hills, Most other tributary streams that
drain the Carson and Virginia Ranges are characterized by rapids
and waterfalls in the mountains and foothills and by sluggishness
and meanders on the valley floor.

HYDROGEOLOGIC CHARACTER OF THE ROCES

Most of the consolidated rocks of the ranges bordering the Truckee
Meadows area have practically no interstitial permeability and do
not store or transmit appreciable amounts of water. However,
they are of hydrologic significance because most of the water-bear-
ing sedimentary deposits of the valley fill, which is younger than
the consolidated rocks, are composed of detritus derived from
these rocks. Moreover, the chemical quality of the water of the
area is affected by the mineralogy of the econsolidated rocks. There-
fore, some of the characteristics of the f:ﬂmohdatad rocks are dis-
cussed in the following text.

CONSOLIDATED BOCKS

PRE-TERTIARY RODHS

The oldest rocks in the Truckee Meadows area are metamorphosed
sedimentary and metamorphosed igneous rocks that were assigned
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to the Triassic(?) System by Gianella (1936, p. 87-38). Most of
the metamorphosed sedimentary rocks are considered older than
the ‘metamorphosed igneous rocks  (Thompson, 1956, p. 48). The
o metamorphosed sedimentary rocks consist of argillite, slate, con-
glomerate, sandstone, and marble. The metamorphosed igneous
rocks are mostly altered andesitic lavas,
: Probably during the Cretaceous Period, gmmi;m rocks were em-
: placed into the older rocks and metamorphosed them. Medium-
grained light-colored granodiorite is the most common variety, but
quartz monzonite also is moderately abundant. Pegmatitic, aplitic,
and porphyritic varieties oceur locally.

TERTIARY ROCES

The following table summarizes the hydrogeologic character of
the consolidated Tertiary rocks.

TABLK 2 —Hydrogeology and distributionof Tertigry consolidated rocks in the ‘Z’ru{:kes
Meadows area, Nevada -

[Adapted from Gianells (1936), Oalkins (1944}, snd Thompson (1956)]

Age Rock nnit Lithok)gy Distribution Waler-benring character
8 | Washington Hull | Deviteifed thyolitic glass | Virginta Range....| Mot water beatlng,

§ Rhyulite, wred “poriita,

2

a4

g Kante Pesk Lava  fows, agglomerate, | Virginis Range, Virlually  no mtcrstimﬂ

Formation. tufl, tuff-bregeis, - vitro- Steambout permepbility. Springs

§ phym mostly andesitic, Hills; Carson e from o fractured
ﬁ Ranga, Peavine gones, . Yields moderate
™ Penk, piiounts of water to
= walls,

:

= .

e | Davidson Largely - meditm-grained | Virginds Batge.. .| Not water bearing.

‘;3“' Granodiorite, granodiorite.

g American Havine | Dominantly - dense . fine- | Virginds Range .| Not water bearing,

ot} Andesite andesite; locslly  porphy-

= Porphyry. ritie.

Adts FPormation... | Tufl, - toftbreepts,  flow- | Virginia Rangs, Virtually - nointerstitial

bru:c'ia* and - lava flows Carson-Ranee, permeability; some loval

: generally of andesitic com- and Bteamboat interfiow - permeability,
E o pasition. Sutro - Member Hilla: Fractured  zones - way
. = composed © of  grayarroin yield smallguantities of

] shale -containing some water.

& andesitie and  rhyolitic

B detriius,

=
; < | Harttord Hilt Crystal toff, -tufll-brecols, - Virginds Range. .. Doperimeable  except - for
* Rhyolite Tufl, welded tufl, and rhyelite fractured zones.

flows,
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TERTIARY AND QUATERNARY ROCKS ‘

The following table summarizes the hydrogeologic character of
the consolidated Tertiary and Quaternary rocks.

Tanre 3~~Hydrogeslogy and distribution of Tertiary and Qualernary tonsolidaied
: racks tn the Truckee Meadows area, Nevado

[Adapted from Gianella (1038), Calkins (1544), sod Thompson (1036)]

Age Rock anit Lithology Distribution. - Watersbearing
charaeter
& | g | MeUlellan Pesk | Olivine basalt; lava Virginis Bangei. oo ..ol Not water bearing.
E& 2% Olivine Basalt. | flow and cinder
2188 ) cones,
oE | ME :
. | Mustang Hornblende andesite-2| Virginia Range..ec.. vausn Mot waler boaring,
EET 28| T Andesite,
‘é_'?j by ;g @
58| a8
Bteambost Hills | Pumilceous thyolite...| Bteamboat THlls and 135 | Not water bearing,
Rhyolite. miles porthwest of
Stearmboat Hills,
a oy g = 3
= E | Lonsetown Tava flows ranging Virginia “Runge, - Carson| Bprings fssue frong
§' B Formation. froitandesiie to Hanpe, Steanthoat Bills, fractures and
£3 188 olivine basalt, Truckes Hiver eanyon | interfloss zones.
g 82 g8 weit of Reno,
o Fa A
Enickerbocker Fartly olivine-bearing | Virginis Rarge Not water bearing.
Andasite. pyroxens andesite,

BLEACHED BOUKS

Many of the consolidated rocks of pre-Pliocene age have been
modified to some degree by hydrothermal alteration. For example,
andesitic rocks of the Kate Peak and Alta Formations commonly
contain the secondary alteration minerals albite, clinozoisite, chlo-
rite, epidote, calcite, and zeolites. Pyrite (FeS.) was formed in the
rocks at about the same time that these minerals were formed.

Oxidation of the pyrite resulted in the formation of sulfurous
and sulfuric acids, which then bleached the hydrothermally altered
rocks. The end products of the bleaching are dominantly clay and
melude some quartz and opal. That the bleaching is a near-surface
phenomenon is shown in many of the mines in the ares; at such
mines, bleached rocks at the surface grade downward into weath-
ered hydrothermally altered andesite.

Most of the rocks in the Steamboat Hills area, including the sedi-
mentary deposits of Quaternary age, probably have been bleached
by sulfurous and sulfuric acids formed by the oxidation of hydrogen

sulfide gas being discharged from hot springs. However, sulfate
- compounds are not abundant in the rocks and water of the area.
Subareas of bleached rock, excluding the bleached rock in the

Steamboat Hills, are shown on plates 1 and 3.
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UNQGNSOLIDAW) AND PTARTIALLY CONSOLIDATED ROCEKS

The unconsolidated deposits of the valley fill are divided into three
units—the Truckee Formation, the older alluvium, and the younger
alluvium. The Truckee Formation is one of three lithologic units
that constitute the water-bearing deposits of the valley fill. It is
of early Pliocene age and consists mostly of fine-grained unconsoli-
dated and partially consolidated lacustrine deposits. Moderately
pure diatomite is interbedded with diatomaceous clay, silt, sand,
gravel, and pumiceous material. The formation contains stream-
channel and alluvial-fan deposits in minor amounts. The alluvial-
fan deposits appear to be restricted to the lowest, or oldest, part
of the formation. Boulders commonly are weathered and decom-
posed. In addition, the matrix of the fanglomerate commonly is
moderately cemented with calcium carbonate,

The Truckee Formation is exposed in the Chalk Hills of the Vir-
ginia Range, along the eastern and northern slopes of the Carson
Range, and north of the canyon of the Truckee River west of Reno
(pl. 2). Thompson (1956, p. 55) suggested that the formation north
of the canyon of the Truckee River may be as much as 3,000 feet
thick; however, this thickness is uncertain because many small nor-
mal faults cut the formation and probably have increased its appar-
ent thickness. ,

The Truckee Formation con

sists of porous deposits, and, owing

to its great saturated thickness,
water in storage. However, b
posed of fine-grained material,

it contains a large amount of ground
scause most of the formation is com-
wells penetrating it commonly yield

only a few gallons per minute.
The distinction between the
as follows: (1) The younger

older and younger alluviums is made
; alluvium is structurally undeformed
whereas the older alluvium is structurally deformed, (2) the younger
alluvium is not appreciably eroded and is largely restricted to the
valley lowlands and stream channels, whereas the older alluvium
forms a well-dissected rolling topography in the foothills bordering
the valley floor, and (3) the younger alluvium is charaeterized by a
weakly to moderately developed soil profile, whereas the older al-
Tuvium is characterized by a well-developed soil profile.

Lithologically, the younger and older alluviums are very similar.
Both are heterogencous and contain rock particles ranging in size
from clay to boulders. Beds of evaporites such as gypsum or halite
are not common, though locally small crystals of these salts are
mixed with the clastic particles. Caleium carbonate is abundant,
occurring as beds of caliche or as coatings around individual frag-
ments in weakly to moderately cemented deposits.

T23-185--6d~B
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The older alluvium consists mostly of erosional debris derived
from the surrounding mountains. It is extremely heterogeneous,
consisting of fine-grained lacustrine clay, silt, and sand; moderately
to poorly sorted stream-channel deposits and fanglomerate; and
angular poorly sorted colluvium. These deposits are exposed along
the western and northern margins of the basin; there they underlie
the 5,000-foot terrace and commonly are in fault contact with the
Truckee Formation. Small isolated exposures also occur in the
valley lowlands (pl. 2).

The younger alluvium, which unconformably overlies the older
alluvium, is composed of lacustrine deposits of clay, silt, and sand;
coarse-grained fluviatile deposits; and fanglomerate. = The lacuns-
trine deposits mainly are restricted to the eastern part of the valley
north of the Huffaker Hills and consist mestly of organie-rich layers
of clay and silt containing stringers of sand and gravel. The clay
and silt were deposited in lakes that intermittently covered the area
during Pleistocene time. The stringers of sand and gravel were de-
posited in the shifting channel of the Truckee River. The fluviatile
deposits of the younger alluvium cover the valley floor west of the
lacustrine deposits and south of the Huffaker Hills. These de-
posits commonly consist of moderately to well-sorted permeable
sand and gravel. The deposits of fanglomerate in the younger
alluvium oceur along the base of the Virginia Range and consist
mosi;]y of poorly sorted mixtures of gravel, sand, silt, and clay.

It is difficult and in places impossible to dti%tmgmcsh between the
younger and the older alluviums in the subsurface because struc-
tural deformation and the degree of development of soil profiles can-
not be recognized readily from drill cuttings. Therefore, defining
the thickness of the younger alluvium is difficult. Likewise, it is
difficult to determine the thickmess of the older alluvium beeause
of the similarity between some units of the Truckee Formation and
some units of both the older and the younger alluviums. The
Truckee Formation can be recognized with certainty only if diat-
omite is penetrated; organic-rich lake beds at shallow depths in the
eastern part of the valley are vounger alluvium; coarse alluvium
may be indicative of any of the three units though it is not abundant
in the Truckee Formation.

On the basis of gravity surveys, Thompson and Sandburg (1958,
p- 1275) calculated the maximum depth of the valley fill to be about
2,800 feet. However, as noted on p. S11, in places the Truckee For-
mation may be as much as 3,000 feet thick. Wells drilled in the val-
ley fill have penetrated more than 1,000 feet of alluvium apparently
without penetrating the Truckee Formation. Thus, the total thick-
ness of the valley fill may be more than 4,000 fest.
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In this report the Truckee Meadows area is considered to be
divided into northern and southern areas. The northern area is
north of the Huffaker Hills and includes the flood plain of the
Truckee River, and thesouthern area is south of the Huffaker Hills
and is drained by Steamboat Creek. An almost-continuous sheet
of gravel, herein termed the “upper gravel,” ranges in thickness
from about 60 to about 200 feet and covers the lowlands of the
western part of the northern area. The gravel is moderately to
well sorted and consists of subrounded to angular rock fragments
that range in size from clay to boulders. The porosity and perme-
ability of this unit vary considerably, depending on the shape and
degree of sorting of the rock fragments and on the degree of cemen-
tation. In general, however, the unit is moderately to highly porous
and permeable, and wells tapping it have moderate to high yields.

The upper gravel has the greatest lateral continuity of any strati-
graphic unit in the valley fill and can be recognized with a fair de-
gree of certainty in most of the well logs in the northern area. It
is thickest near the western margin of the area and thins eastward
until it interfingers with lacustrine deposits. 'The character and dis-
tribution of the deposits underlying the gravel are extremely com-
plex, and these deposits cannot readily be correlated from well to
well, :

The lithologic logs of wells 19/19-13be2 and 19/20-4dc2 show
the gross character of the upper gravel and of some underlying de-
posits. Well 19/19-18bc2 penetrated the upper gravel from land
surface to a depth of about 180 feet. From 180 to 480 feet, strata of
silt and clay and some thin stringers of sand and gravel were pene-
trated. From 480 to 660 feet, the percentage of gravel increased
markedly. The deposits penetrated between 660 and 735 feet were
predominantly fine grained and consisted mainly of fine sand, silt,
and clay.

In the eastern part of the northern area, the upper gravel appears
to be separated into two tongues by a lense of lacustrine deposits.
In well 19/20-4dc2, the upper gravel was penetrated at depths of
269 feet and 78-89 feet below Jand surface. The intervening 9 feet
was organic-rich sand, silt, and clay. The deposits below 89 feet
mostly were fine sand, silt(?), and clay, but lenses of sand and
gravel having an aggregate thickness of about 60 feet were pene-
trated from 150 to 264 feet below land surface. The driller reported
much blue clay below a depth of 89 feet. In addition, there was a
strong marsh-gas odor at the well.  The blue clay and marsh-gas
odor probably indicate a shallow lacustrine environment of
deposition. ‘
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The deposits at land surface in the lowlands south of Huffaker
Hills are mostly of fluviatile origin, but generally they are not as
coarse as the fluviatile deposits in the lowlands north of Huffaker
Hills. There does not appear to be a continuous sheet of gravel in
the southern area equivalent to the upper gravel of the northern area.
The absence of the upper gravel is the greatest difference between
the deposits of the lowlands of the southern area and the deposits of
the lowlands of the northern area. The mode and environment of
sedimentation in the northern area has been controlled mainly by
the Truckee River. Apparently, the Huffaker Hills are the southern
limit of the meander belt of the Truckee River, and thus the hills
mark the southern limit of the upper gravel.

As previously indicated, the eastern slope of the Carson Range is
bordered by the dissected 5,000-foot terrace, South of the Huffaker
Hills, most of the surface is underlain by faulted and moderately
eroded older alluvium. Here, the older alluvium consists of alluvial-
fan material, colluvium, and lacustrine deposits. Wells penetrating
the older alluvium in this area generally tap deposits that are suf-
ficiently permeable to yield adequate supplies of water for domestic
use.

Because of rapidly changing depositional environments and be-
cause of structural deformation, the lithology and water-bearing
character of the deposits of the valley fill vary markedly, both lat-
erally and vertically, within short distances—commonly within a few
feet. Future development of moderate- to high-capacity wells
should be feasible in the northern area, especially if wells are de-
veloped in the upper gravel unit. Sand and gravel strata beneath
the upper gravel also should be moderately productive.

To help define subareas in which moderate- to high-capacity wells
might be developed, pumping tests were made to determine the co-
efficient of transmissibility of the deposits tapped by selected wells in
the aren. The field coefficient of transmissibility is defined as the
rate of flow, in gallons per day, through a vertical strip of aquifer 1
foot wide extending the full height of the aquifer under a hydraulic
gradient of 100 percent at the prevailing temperature.

Table 4 gives representative pumping-test data. Some of the wells
that tap aquifers having the highest coefficients of transmissibility
penetrate great thicknesses of permeable deposits, such as the upper
gravel, above the uppermost perforations or sections of screen.
Thus, it is possible that the values for the coefficients of trans-
missibility obtained from these wells do not represent maximum
or near-maximum values. The data verify that the most perme-
able aquifers are in the area north of the Huffaker Hills.
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Tanrs 4 —Selected plmping-lest data for wells tn the Truckee Meadows area, Nevada

Casing
geriam-
fonzor § Length Cosffivient
Well Depth | sereened | Yield | Date | oftest'| Type | of trons | Subarea?
' {festy | section |{gpwy |- of tesh - {hours) o missibility
* {feet test i Hepd per i)
& | 3-14-56 2 B 8000
167 31408 2 B 2 200 Bonthern
74 8=-15-56 2 R 1,400 ares
12} 3-15-58 TR 5,300
8150 i R Bh, 000
860 1 8- 2-58 1 B 2000
FEO.1 7~ 958 i B 28,000
34000 9= B30 48 R 29,000
2,600 L 1L- 158 48 R 30,000 | Northern
3,000 1 7-12-50 il D 44,608 aren
2,000 | 71250 48 D a6, 000
. T=1d-54 24 n 42,000
4} -3-19+58 1 B 6,600
1,000 | 11~ &80 24 R 34,000

1 D, drawdown; B, recovery.
# See taxt, p, 813,
# Unknown.

STRUCTURE

The Truckee Meadows basin is a structural depression. The
basin has been depressed and the ranges have been raised with
respect to each other. Displacement and warping have been caused
by movement along normal faults that trend roughly northward and
dip at moderate to high angles to either the east or the west.

The oldest rocks in the area, the metamorphosed rocks of Meso-
zoic(?) age, are intensely folded and thrusted. In addition, the
rocks of Mesozoic(?) age and most of the overlying rocks of Cenozoic
age are broken by many normal faults. The normal faults are
mainly dip-slip faults that have throws ranging from less than a
few tens of feet to perhaps as much as several thousand feet.

Thompson (1956, p. 64) believed that the western flank of the
Virginia Range is the eastern limb of a broad syncline whose axis
is in the Truckee Meadows valley. The western limb of the syncline
is formed by the eastward-dipping rocks along the east side of the
Carson Range. The formation of the syncline and the normal fault-
ing are postulated to have occurred simultaneously during a period
of broad gentle uplift.

In the foothilis, the older alluvium is cub by normal faults that
have brought rocks of different ages and lithologic character into
juxtaposition. For example, the fairly impermeable deposits of
the Truckee Formation are in fault contact with the older alluvium.
The deposits buried beneath the younger alluvium in the valley low-
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lands probably also are broken by normal faults; however, the struc-
ture of these deposits is obscured by the mantle of undeformed
younger alluvium.

GEOLOGIC HIBTORY

The first major geologic event recorded in the rocks of the avea
probably occurred during the early part of the Mesozoic Era. This
event was the deposition of sediments, partly in a marine environ-
ment. The deposition of these sediments was followed by a period
of voleanism during which an unknown thickness of lava flows and
pyroclastic rocks were extruded. In Late Jurassic or Early Cre-
taceous time these rocks were intensely folded, thrust faulted, and
metamorphosed. Large plutons of granodiorite and other granitic
rocks were emplaced into the metamorphosed sedimentary and ig-
neous rocks at about the same time that the older rocks were de-
formed. Subsequently, the area was raised above sea level, and
rugged alpine-type mountain ranges were formed by erosion.

The region again was deformed early in the Tertiary Period, prob-
ably in the Eocene or QOligocene Epochs. This deformation, which
has continued sporadically, resulted in broad gentle uplift of
the region associated with gentle warping and normal faulting.
Extrusion of lava and pyroclastic rocks and intrusion of igneous
rocks, mainly of intermediate to basic chemical composition, oc-
curred at about the same time as the normal faulting.

Voleanism and normal faulting continued during late Oligocene,
Miocene, and Pliocene times. Thousands of feet of andesitic lava
and pyroclastic rocks were extruded over much of the area. Older
lava flows of early Tertiary age were broken by normal faults and
covered by younger lava flows which in turn also were broken by
normal faults and covered by still younger lava flows. Movement
commonly occurred along older normal faults, but new normal faults
continued to be formed. The Kate Peak and Alta Formations, the
two thickest sequences of andesitic lava, were deposited during this
interval. Sometime. after the extrusion of the Alty Foermation,
probably about the same time as the extrusion of the Kate Peak
Formation, a stock of granodiorite, the Davidson Granodiorite, was
emplaced in the vieinity of Virginia City about 20 miles southeast of
Reno. Hydrothermal solutions related to this intrusion permeated
the surrounding country rock and deposited the heavy metals asso-
ciated with the Comstock Lode mining distriet in the vieinity of Vir-
ginia City.

Displacement along the normal faults formed elongate loity
mountain ranges and intervening valleys. The displacement dis-
rupted the regional drainage system, and lakes were formed in

R B i A s




TRUCKEE MEADOWS AREA, WASHOE COUNTY, NEVADA S17

the resulting structural basins. Thick deposits accumulated around

the margins and within the lakes. Diatoms, which are microseopie

algae, lived in the lakes; and their siliceous skeletal remains, inter-
bedded with clay and silt, formed thick accumulations on the bot-
toms of the lakes. The bulk of the Truckee Formation was deposited
in this manner. During the accumulation of the Truckee Forma-
~ tion, voleanic activity continued as indicated by interbedded dia-
tomaceous deposits and tuff.

Normal faulting continued during and following the deposition of
the Truckee Formation. The difference in the altitude of the
Truckee Formation exposed in the Virginia Range and on the valley
floor, about 1,500-2,000 feet, suggests the possible magnitude of the
displacement resulting from movement along normal faults since
the deposition of the formation. Intensified movement along normal
faults during middle Pliocene time resulted in the disruption of the
existing topography and the drainage of the existing lakes, The
Truckee River drainage system was initiated, and the present
topography was outlined. ‘

The older alluvium was deposited in the valley lowlands following
the deformation at the close of middle Pliocene time. Coarse-
grained alluvial fans were deposited along the bases of the newly
uplifted fault-block mountains. Continued relative uplift of the
Virginia Range periodically blocked the course of the Truckee
River, and lacustrine sediments deposited in the resulting lakes
interfingered westward with subaerial and fluviatile sediments.

Overflow from the lakes eroded a water gap through the Virginia
Range. Continued uplift of the range, however, again blocked the
course of the river, and new lakes were formed. The cyele, con-
sisting of uplift of the Virginia Range, formation of lakes, overflow
of the lakes, erosion of the water gap, and draining of the lakes,
probably was repeated many times.

The erosional surfaces—including the 5,000-foot terrace—in the
ranges bordering the valley were formed as a consequence of the
uplift of the Virginia Range. The lakes were the base level of the
Truckee River and its tributaries, and the surfaces were cut in
response to the levels of the lakes. Intermittent uplift of the ranges
raised the surfaces with respect to the valley floor.

Faulting along the east side of the Carson Range influenced
greatly the history of late Pliocene and early Pleistocene  sedi-
mentation in the valley. Alluvial fans that formed along the east
side of the Carson Range were periodically broken by faults, and
consequently they were deeply eroded and in many places were
completely ~removed. The rejuvenated streams reworked the
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alluvial-fan material and deposited the sediments in the valley low-
lands. The upper gravel was deposited in this manner.

In late Pleistocene time a large lake, Lake Lahontan, covered
much of northwestern and north-central Nevada. However, the
altitude of the Truckee Meadows area was above the highest alti-
tude of Lake Lahontan; so the lake did not occupy the valley. A
lake at an altitude somewhat higher than that of Lake Lahontan
probably did occupy the valley intermittently. Shoreline features
are not apparent in the area, but the lake is postulated on the basis
of the lacustrine deposits of the younger alluvium in the lowlands of
the northern area.

GROUND WATER

OUCURRENCE

Most of the economically recoverable ground water in the Truckee
Meadows area occurs under artesian and water-table conditions in
the unconsolidated and partially consolidated younger and older
alluvium of the valley fill. Artesian conditions occur where the
saturated deposits are overlain by impermeable strata and where
the water at the top of the aquifer is under greater than atmos-
pheric pressure. Water-table conditions exist where the saturated
deposits are not confined by impermeable strata and swhere the
water at the top of the zone of saturation, the water table, is under
atmospheric pressure. Artesian heads in the study area commonly
are less than 20 feet; the highest known artesian head is 21 feet
above land surface.

Water in a confined aquifer is released from storage as a result
of the compression of the aquifer and the expansion of the water,
which are caused by a lowering of artesian head. Water in an un-
confined aquifer is released from storage principally as a result of
gravity drainage. The amount of water released from an uncon-
fined aquifer per unit decline of head ordinarily is hundreds of times
greater than the amount of water released from a confined aquifer.
At a given distance from a pumped well, lowering of hydrostatic
head ordinarily will oceur miuch sooner in a confined aquifer than
in an unconfined aquifer. Therefore, interference effects betweens
wells tapping confined aquifers ordinarily occur sooner and are more
pronounced than interference effects between wells tapping uncon-
fined aquifers.

The area underlain by confined aquifers decreases and the area
underlain by unconfined aquifers inereases as a result of withdrawals
from the ground-water system. Because artesian heads commonly
are less than 20 feet in the study ares, periods of prolonged pumping
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probably cause a change from artesian to water-table conditions over
moderately large areas in fairly short periods of time.

There are hundreds of flowing wells in the study area. Most of
these are in the northeastern part of the valley north of the Huffaker
Hills; there the upper gravel is confined by the overlying lake beds

of the younger alluvium.
wells in the Truckee Meadows

(See pl. 2.) The discharge from flowing

arex commonly is only a few gallons

per minute, but some wells flow as much as 30-50 gpm (gallons per

minute).

MO

VEMENT

The contours of plate 2 show the altitude of water levels in wells
and in U.S. Bureau of Reclamation test borings in the study area.
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movement beneath the city of Reno is approximately parallel to the
course of the Truckee River. East of Reno, ground water moves
from the river toward a natural discharge area near the Reno air-
port and toward a discharge area in secs. 10, 11, and 15, T. 19 N., R.
20 E.

The water-level contours shown on plate 2 indicate highly general-
ized average ground-water conditions. During above-average stages
of the Truckee River, ground-water movement away from the river
increases; and during below-average stages of the river, ground-
water movement away from the river decreases. Probably, dur-
ing periods of very high or very low river stages, gradient reversal
occurs, causing the river to lose water in reaches where it ordi-
narily gains water or to gain water in reaches where it ordinarily
loses water., ‘

RECHARGE

Most of the recharge to the ground-water reservoir results from
the infiltration of water diverted for irrigation, from the infiltra-
tion of streamflow and precipitation, and from underflow from
tributary valleys.

INFILTRATION OF WATER DIVERTED FOR IRRIGATION

In the past decade or so, an average of about 27,000 acres per year
was irrigated with surface water in the Truckee Meadows area.
About 22,000 acres was irrigated with water diverted from the
Truckee River; about 3,000 acres with water diverted from Steam-
boat Creek; about 500 acres with waste and drain water; and the
- remainder, about 1,500 acres, with water diverted from Whites,
Thomas, and Evans Creeks. The estimated average application of
irrigation water was about 4 acre-fest per acre per year. Thus, ap-
proximately 110,000 acre-feet of water was applied to the land each
year. The consumption of the irrigation water by crops in the

area was less than 2 acre-feet per acre per year (IHouston, 18950, p.
11).  Accordingly, the average application of about 4 acre-feet per
acre per year caused a large amount of the diverted water to dis-
charge into streams and ditches as surface flow or ground-water seep-
age, to infiltrate into the ground-water reservoir, to be transpired,
or to evaporate. The portion of the unconsumed irrigation water
that recharged the ground-water reservoir could not be determined
directly. It is assumed, however, that about 1 acre-foot per acre per-
colated downward to the water table and that the resulting average
annual recharge was about 25,000 acre-feet.

The U.S. District Court (1944) estimated that transit losses in
ditches used to divert irrigation water from the Truckee River range
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from zero to about 30 percent for Steamboat ditch. The court esti-
mated that transit losses from irrigation ditches total 25,000 acre-
feet per year. Much of this water evaporates or is transpired by
phreatophytes along the ditches. About one-fourth, or about 6,000
acre-feet per year, is assumed to recharge the ground-water reservoir.

INFILUTHATION OF STREAMFLOW

Most of the water that infiltrates into the ground-water reservoir
from the Truckee River is discharged in the Reno airport area and
in the vicinity of sec. 10,11, and 15, T. 19 N, R. 20 E. The total esti-
mated average rate of ground-water discharge in these areas is 24
cfs (cubic feet per second) (p. 526). It was not possible to determine
accurately how much of this water is derived from the Truckee River,
but it is estimated to be about 6 cfs or about 4,000 acre-feet per year.

It is difficult to estimate the average annual recharge that in-
filtrates from streams draining the mountains bordering the study
area, because little is known about the flows of these streams. How-
ever, a few seepage measurements were made on July 15, 1957,
during the present study, to determine the magnitude of the infiltra-.
tion from Whites and Thomas Creeks. The flow of Whites Creek in
the NW1/ sec. 34, T. 18 N., R. 19 E., was about 8 cfs. Approxi-
mately 8 miles downstream, in the NW3 sec. 30, T. 18 N, E. 20
E., the flow was about 7.4 cfs. Since there were no visible diver-
sion from or contributions to the stream, presumably evaporation,
transpiration, and infiltration losses amounted to about 0.6 ecfs.
Because of the time of the year and because some reaches of the
stream were bordered by willows and other plants that were tran-
spiring water, it is probable that the evaporation and transpiration
losses exceeded the amount of water infiltrating below the root zone.
Thus, probably less than 0.3 cfs infiltrated below the root zone at
the time of the July measurements. At other times of the year
when transpiration losses are less and streamflow is greater, the net
infiltration, or recharge to the ground-water system, may be more,

‘The flos of Thomas Creek in the SW1/ sec. 27, T. 18 N, R. 19 K,
was also measured on July 15, 1957, and was found to be about 2.9
cfs.  About 4 miles downstream, at a point 100 feet south of the in-
tersection of the Steamboat ditch flume and Thomas Creek, the flow
was about 2.5 cfs. The loss, about 0.4 cfs, resulted from evapora-
tion, transpiration, and deep infiltration. Because evaporation and
transpiration Josses were high at this time of year, the amount of
deep infiltration probably was negligible.
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These seepage measurements suggest that the amount of recharge
to the ground-water reservoir resulting from the infiltration of
streamflow along the western margin of the valley is small. Along
much of their courses, the streams draining the Carson Range flow
across fairly impermeable deposits underlying the 5,000-foot terrace.
As 2 result, the streams do not lose much water to the ground-water
reservoir. Similarly, recharge resulting from the infiltration from
streams draining the northern margin of the basin is small. Al-
though the deposits along the front of the Virginia Range are more
permeable than the deposits of the 5,000-foot terrace, the streams
draining the Virginia Range carry considerably less water than the
streams draining the Carson Range. Thus, recharge resulting from
the infiltration from the streams along the eastern side of the
Truckee Meadows area is small. The estimated total recharge re-
sulting from the infiltration of streamflow, other than
from the Truckee River, is less than 1,000 acre-feet per year.

INFILTRATION OF PRECIPITATION

Ground-water recharge resulting from the infiltration of precipi-
tation within the study area varies considerably from one part of the
area to another and depends on such factors as the magnitude and
frequency of precipitation, the permeability of the rocks, and the
vegetative cover. Some of the precipitation evaporates or is tran-
spired by vegetation soon after it occurs. Some is stored in the
zone of soil moisture and subsequently evaporates or is transpired.
An unknown quantity percolates downward beneath the zone of soil
moisture and recharges the ground-water reservoir,

UNDERFLOW FROM TRIBUTABRY VALLEYS

Underflow from tributary valleys recharges the ground-water
reservoir of the Truckee Meadows area; the principal contributing
valleys are the Truckee River valley west of the study area,
Pleasant Valley, and Spanish Springs Valley.

Because of limited data, only a rough estimate can be made of
underflow through the deposits of the Truckee River valley west of
Reno. Most of the underflow probably is through the younger and
older alluviums rather than through the Truckee Formation. The
average width of these deposits is about half a mile. If it is assumed
that the average coeflicient of transmissibility is 55,000 gpd per ft
(gallons per day per foot), which is about the highest coeflicient of
transmissibility that was determined for these deposits in the Reno
area, and that the hydraulic gradient is about the same as the
gradient of the Truckee River, about 30 feet per mile, then the com-
puted underflow is about 500 acre-feet per year.
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Underflow from Spanish Springs Valley is small. At the mouth
of the valley, the width of the deposits through which most of the
underflow probably passes is about half a mile or less; the average
coefficient of transmissibility probably is less than 30,000 gpd per
ft; and the estimated hydraulic gradient is about 15 feet per mile.
These parameters indicate that the underflow from Spsnish Springs
Valley is about 150 acre-feet per year. The actual underflow may be
considerably less than this figure and probably does not exceed
several hundred acre-feet a year.

Underflow from Pleasant Valley probably is small. The deposits
through which most of the underflow passes are less than one-
quarter mile wide and probably are fairly thin. If it is assumed
that the average coeflicient of tmnsrm%ﬂblhty of the d&pomts
through which the water is moving is 50,000 gpd per ft (which is
probably a liberal estimate) and that the hydraulic gradient is 100
feet per mile, which is about the same as the wr&xdlent of Steam-
boat Creek near the mouth of Pleasant Valley, the'l the underflow
through the section is about 700 acre-feet per year. The actual
underflow probably is less than 700 acre-feet per year.

The foregoing underflow estimates suggest that the total recharge
to the ground-water reservoir of the Truckee Meadows area result-
ing from underflow from tributary valleys probably does not exceed
1,000 acre-feet per year.

SUMMARY OF GROUND-WATER RECHARGE

The following is a summary of the estimated average annual
ground-water recharge: :

Aerefeet
Source of vechdrpe per year
Infiltration of water diverted for-irrigation:
Water applied for irrigation 25000
Diteh losses . 6,000
Infiltration of streamflow:
Trockes River . : 4,000
Small streams . <71.000
Inﬁltmtmn of prempxmmcn Unknown
Underflow from tributary valleys . 1,000
Total, rounded.. . e85, 000

 The foregoing recharge estimates are based on rough assump-
tions and meager data. They are, however, probably in the correct
order of mmgmtuc}.e and indicate the relative degree to which the
various means recharge the ground-water reservoir in the study
area. Thus, they may be of value in planning the future develop-
ment of the ground-water resources of the area.
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DISCHARGE

Most of the ground-water discharge in the Truckee Meadows area
results from evapotranspiration and from seepage to streams and
ditches. Smaller amounts of ground water are discharged by
springs and by pumping from wells. Evapotranspiration in the
waterlogged northeastern part of the basin is supported by surface
and ground water. Also, little is known about the quantity of water
consumed by the plants in the area. Therefore, it is not feasible
to quantitatively estimate ground-water discharge by evapotran-
spiration.

In the following text, quantitative estimates of the total average
annual ground-water discharge in the valley are made mainly on
the basis of seepage measurements and partly on the basis of under-
flow estimates. In addition, discharge by springs, seeps, and pump-
ing are evaluated separately to indicate the magnitude of these
parameters.

AREA SOUTH OF THE HUFFAKER HILLS

Seepage measurements were made along Steamboat Creek on
November 1, 1957, at which time antecedent effects of precipita-
tion and irrigation were negligible. At a section where the creek
crosses the south boundary of sec. 16, T. 18 N,, R. 20 E., the flow
was about 2.5 c¢fs. About 114 miles downstream, where the stream
crosses the south boundary of sec. 10, T. 18 N, R. 20 E., the flow
was about 3.9 cfs. The increase of streamflow of about 1.5 cfs in
about 134 miles is equivalent to about 1.1 cfs per mile. This rate
of seepage probably is slightly less than the maximum rate of seep-
age to the stream because the measurements were made when
some ground water was being transpired by a 30-foot-wide belt of
salt grass growing adjacent to the stream. In the summer, ground-
water discharge along this reach probably is roughly comparable to
the discharge observed during the November measurements. Seep-
age to the creek probably is less in the summer than in November,
but transpiration losses probably are greater.

More detailed seepage measurements were made in December
1957 in the area south of the Huffaker Hills. Antecedent conditions
were unusually good because precipitation and irrigation were neg-
ligible during the preceding several months. The flow of Steam-
boat Creek in the SW1; sec. 34, T. 19 N., R. 20 E., was 214 cfs.
Except for outflow from Alexander Lake and diversions from
Thomas Creek, each of which was estimated to be about 1.5 cfs,
this measurement included all the surface-water outflow from the
area south of the Huffaker Hills,
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The surface-water flow into the area was as follows: (1) The flow
of Whites Creek in the NW14 sec. 34, T. 18 N, R. 19 E., about 4
efs; (2) the flow of Thomas Creek in the SW1 sec. 27, T. 18 N,
R. 19 E., about 2.5 cfs, of which about 1.5 cfs was diverted north
of the Huffaker Hills, and about 1 cfs discharged into Steamboat
Creek; (3) the flow of Streamboat Creek at the mouth of Pleasant
Valley, about 3.5 cfs; and (4) the discharge from Steamboat
Springs, about 0.7 ¢fs. \

Surface-water outflow and inflow for the area south of the Huf-

faker Hills in December 1957 are summarized as follows:

: Outfiow Of
Steamboat Creek 21.4
Diteh from Alexander Lake 1.6
Diversions from Thomas Creek 1.5

Total outflow. 24.4
Inflow :

Whites Creek. . 4.0

Thomas Creek 2.5

Steamboat Creek... a5

Steamboat Springs ¢

Total inflow 10.7

The difference between surface-water outflow and inflow, about
14 cfs, was due to seepage from the ground-water reservoir into
Steamboat Creek and also to inflow from drains and ditches that
are tributary to the creek. Evapotranspiration losses were vir-
tually zero at the time, and pumpage from wells was small. Thus,
the foregoing caleulations probably are fairly indicative of the rate
of ground-water discharge in December 1957. The hydraulic gradi-
ents toward Steamboat Creek in December do not differ substan-
tially from the average hydraulic gradients toward the creek.
Therefore, ground-water underflow toward the creek remains fairly
constant. On this basis, the estimated average rate of ground-
water discharge, excluding pumpage, in the area south of the Huf-
faker Hills is 14 efs, or about 10,000 acre-feet per year.

AREA NORTH OF THE HUFFAEER HILLS

In December 1959, the total seepage to drains and sloughs at and
east of the airport was about 9 cfs. An estimated additional 3 cfs
ground water was discharged to drains in the subarea immediately
north of the airport. Thus, the total ground-water discharge to
drains and sloughs was about 12 efs in the airport area.
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The flows in the ditches and sloughs in secs. 10, 11, and 15, T.
19 N, R. 20 E., were large and consisted mostly of return flows of
surface water diverted from the Truckee River. Therefore, it was
impractical to estimate ground-water discharge in this area by seep-
age measurements. The hydrogeologic character and size of the
area are similar to the hydrogeologic character and size of the dis-
charge area near the Reno airport. On this basis, the estimated
total ground-water discharge in secs. 10, 11, and 15, T. 19 N, R. 20
E.,in December 1959 was 19 ofs.

The estimated total discharge, excluding pumpage, in the area
north of the Huffaker Hills in December 1959 was 24 cfs. In this
area the rate of ground-water discharge in the winter probably also
is roughly equal to the average annual rate of discharge. Thus,
the estimated average annual discharge, excluding pumpage, in
the area north of the Huffaker Hills is about 94 cfs, or about 20,000
acre-feet. :

PUMPAGE

Most of the water used for public supply in the Truckee Meadows
area is diverted from the Truckes River. Additional water supplies
in the valley are pumped from about 1,000 domestic, commercial,
and stock wells, of which less than a dozen yield 1,000 gpm or more,
The estimated average annual pumpage for the period 1947-59 is
3,000 acre-feet,

UNDERYLOW

Ground-water underflow out of the study area passes through the
deposits bordering and underlying the Truckee River in the canyon
east of Vista. The sides of the canyon are dense, consolidated rock
having virtually no interstitial permeability, and bedrock is exposed
in the streambed just east of Vista. Accordingly, ground-water dis-
charge resulting from underflow out of the valley probably is less
than 500 acre-feet per year.

BUMMARY OF GROUND-WATER DISCHARGE

The following is a summary of the estimated average annyal
ground-water discharge:
Aere-feet
Area south of the Huffalker Hills (excluding pumpage) . 10, 000
Aren north of the Huffaker Hills {excluding pumpage) ... 20,000

Pumpage . 2,000
Underflow <500

Total, rounded ; : = 85,000
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GROUND-WATER BUDGET

Under natural conditions, t
recharge in the Truckee Mead

he average annual ground-water
ws ares was equal to the aver-

age annual ground-water discharge, and the average amount of
ground water in storage remained virtually constant. In other
words, the ground-water system was in dynamic equilibrium. In
the late 1800’s when diversions from the Truckee River and other

streams began, the equilibrium

was changed and recharge to the

ground-water reservoir of the Truckee Meadows ares was increased

substantially, Ground-water lev
water in storage increased, ther

ols rose, and the amount of ground
eby increasing the discharge from

the ground-water reservoir by additional evaporation, transpiration,
and seepage to streams and drains. Eventually a new equilibrium
was established, probably several decades ago. The preceding
estimates of ground-water rvecharge and discharge are for the
equilibrium conditions that have existed in the past several decades.
Under these conditions, the average annual ground-water recharge
and discharge are equal. Because data available are scanty, it
is coincidental that the estimated average annual recharge and
discharge, 35,000 acre-feet, as computed in the preceding text, are
equal. Bither figure may be as much as 10,000 acre-feet in error,
and, if so, the other figure is equally in error.

FLUCTUATIONS OF GROUND-WATER LEVELS

Fluctuations of ground-water levels in the area are caused mostly
by changes in the quantity of ground water in storage which are
related to changes in rates of recharge to and discharge from the
ground-water system. If recharge exceeds discharge, water levels
rise. The opposite is true if discharge exceeds recharge. The larg-
est changes in recharge and discharge rates and, consequently, the
largest water-level fluctuations result from seasonal differences in
the irrigation regimen. ‘

Water levels and artesian pressures were measured periodically
in about 40 wells in the Truckee Meadows area. Measurements
were started in some wells in 1950 and in others in 1956, Repre-
sentative hydrographs are shown in figures 1 and 2.

The hydrograph of well 18/20-7dcl shows fluctuations resulting
from surface-water diversions for irrigation. The well, which is
about 800 feet northwest of the Last Chance ditch, is 203 feet deep,
is unused, and reportedly is bottomed in andesite. There is a lag
of about a month between the time water is diverted for irriga-
tion and the time the water level in the well begins to rise. The

128-185-—64—-5
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lowest water level occurs in April or May, a month or two after
water is first diverted into the canals and ditches along the western
side of the valley. The water level rises rapidly, as much as 6
feet in some years, during and for a month or so after the beginning
of the irrigation season. In November or December, after surface-
water diversions are discontinued, the water level declines rapidly
and continues to decline until the following spring.

The hydrograph of well 19/19-11bd1 is similar to that of well
18/20~7dcl, but it has a more uniform pattern. The well is about
60 feet deep, is unused, and is in the residential section of Reno.
The hydrograph shows water-level fluctuations that are related to
the watering of lawns in the city and to the flow of water in irriga-
tion ditches along the northwestern margin of the valley. The
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amplitude of the annual fluctu
ages slightly more than 3 feet.

829

ations in the viecinity of the well aver-

The hydrograph of well 19/19-10ccl shows that larger annual
fluctuations of water levels oceur in some parts of the valley. The

well is 90 feet deep, and the
(the upper gravel) about 50-

principal aquifer is sand and gravel
90 feet below the land surface. The

amplitude of the annual fluctuations averages about 15 feet. The
water level in the well rises abruptly when irrigation water is
diverted into the Orr-diteh, which is about 200 feet north of the well.

Shortly after the end of the

irrigation season, the water level de-

clines rapidly. The decline continues until irrigation water again

is diverted into the Orr diteh £l

e following spring.

The hydrograph of well 19/19-25ccl is similar to that of well

19/19-10cel.

The well reportedly is 170 feet deep and is used fer

domestic supply. Water levels rise soon after water is diverted

into the Last Chance ditch, ab

ut 500 feet west of the well, and fall

soon after diversions to the diteh are discontinued.
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The hydrograph of well 19/19-24ccl probably best represents
the average fluctuations of water level in the western half of the
Truckee Meadows avea. Fluctuations of the water level in this
well also result from diversions for irrigation; water levels rise
soon after the beginning of the irrigation season and fall shortly
after the end of the season. The amplitude of the annual fluctua-

tions for the period of record averages about 2.5 feet.

The hydrograph of well 19
that occur in deep artesian a
eastern parts of the Truckee
is 451 feet deep. On March 2
4-inch valve 7.5 feet below la
point. of discharge was abo

20-8ad1l shows the type of fluctuations
juifers ‘in the east-central and north-
Meadows area. Reportedly, the well
, 1956, the well flowed 46 gpm from a
nd surface. The shut-in head at the
t 9.5 feet. The temperaturs of the

water, 78°F, suggests that the flow probably came either from the

bottom of the well or from strata near the bottom.

The record is

not complete, but it shows that the artesian head responds to di-
versions for irrigation. The decline of artesian head from 1957 to

1960 probably has resulted fr
of the well.
HYDROG

The chemical and physical

om increased pumping in the vicinity

EOCHEMISTRY

properties of some of the waters of

the Truckee Meadows area impose serious limitations on their use.
Described in this section of the report are the chemical and physical
properties of the waters and the relations between these properties
and the hydrogeologic environment. In addition, sufficient basic
data and interpretations arve given to help define areas and lithologic
anits from which ground water of suitable chemical quality for
domestic, agrieultural, or industrial use may be obtained.

BOURCE AND RELIABILITY OF DATA

Beveral hundred chemical an

from various sources during
given in table 5, and most o
matically on plate 3.

Forty-seven samples were ar
Geological Survey as part of

program. - Additional hydrog

alyses of water samples were obtained
the present study; 113 analyses are
f these analyses are shown diagram-

1alyzed in the laboratories of the T.S.
the Survey’s nationwide radioelement
cochemical data were obtained from

other Federal agencies, the 1

Nevada State Department of Health,

and several private companies. Sources of the analyses are shown
in table 5.

During the present study, most of the water samples were obtained
from wells for which drillers’ logs or well-construction data were
available; it was desirable to know the depth at which the casing
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was perforated or at which the

screen was set.  Many of the wells in

the area have perforations at different depths, and water from these
wells may be a mixture of water from several aquifers. Therefore,

analyses obtained from wells fo

r which drillers’ logs or well-construe-

tion dats were not available have somewhat limited worth, How-

ever, samples from some well

s for which logs were not available

were collected because of geographic and other considerations.

UNITS USED IN REPORTING DATA
DISSOLVED SOLIDS

“Dissolved solids” and “d

ssolved-solids content,” terms com-

monly used to describe the mineral content of water, lack standard-

ization. The Geological Surv
the residue of a known quant

ey uses the terms to refer either to
ty of a sample dried at 180°C or to

the sum of the determined constituents. Some of the agencies whose
analyses are given in this report determine dissolved-solids content

by evaporating a standard vo
Most results obtained by this
from the results obtained by
may differ considerably, and

The unit that is most comn

ume of water to a residue at 105°C.
method do not differ substantially
the Survey, However, some results

herefore the method of determining
intable 5,

only used to express dissolved-solids

content and that is the basis of most quantitative expressions in
this report is parts per million (ppm). This unit expresses the
number of milligrams of solute in 1 liter of solution. Ordinarily, in
assuming that 1 liter of a naturally occurring water weighs 1 kilo-
gram, the error is small and is disregarded. ‘

Dissolved-solids content also may be described in milligram
equivalents per million, commonly contracted to equivalents per
million (epm). Equivalents per million are computed by dividing
the concentration of an ion, in parts per million, by the combining
weight (atomic or molecular weight divided by the valence) of the
same ion. -~ Iquivalents per million take into account the concept
of chemical equivalence and are useful in the analysis of water mix-
tures and in other chemical interpretations and evaluations. Be-
cause the number of equivalents per million of cations should equal
the number of equivalents per million of anions, a comparison of
these data may indicate the accuracy or completeness of an analy-
sis. In addition, the specific conductance (p. S42) divided by 100 is
roughly equal to the total equivalents per million of anions or cations.
If this relation does not exist in a particular analysis, the analysis
may be inaccurate, or no analysis may have been made for an
abundant ionized constituent.



i

3
o3
wa

-PIES PUB MRS AEDE WAL *UOISNOE
LUORYmEPIY 30 DBNING S0 “HERQ

"EILI0JSI00EY BN (LITID !
WU} AL, GOy Jed syiwd

YIBAH o jusuriavda(l MUY BUUARN ‘HOISN
Uy 8] Yoy ‘minjusan jdsoxe woljpw el s1iud Wp 019 BJURNIINTCS PeAIOREID IIV]

2]
mﬂm TrEmmIn L Bl ¥’ 88 e a8 ol gasn e -g-l 8L R e e
= {5 ¥ e ¥ 42 e a8 m” o’ 8L 14 LAY RG-R-e | NE ap TITTRMIBL
m ¥¥ 18 £iE a¥ 9 on” 0" po- i BIT 9L PRSI L d up 2UULE
= 1e 3L L i 107 Ll o’ ae’ 2ot 08 SN  BO-AT-R 08 up ]
= B LR 0E &0 11 Bl TR G S op 1
B i A & 61 e B B 98 BIR ESR AR T op 2ras
; 8 LR ¥ £ 28 i’ E0" o0 are o4 £ RO ®-RlG 10g ap S laqe
TomTmemTOTLGS ol oI T g L ] TUUTRPTT T ap “pong
19 FL 11 [ fe” TR M L] TS | w98 -L TR TR
= 1] A 1] 1] Bt I ) % CHABK LR DR JOBIREI . "It g
& & G ] T, 28 2
e 801 4E 12 @’ SUTETR AR 2g CORTITL QUeg g0 0T STTTTTTIITARIIE T8 71008 ~0eT
[ Q° BT ¥ ¥ 1] LIS B8 Huen [ wney I SOOWE, T IRPR]
9 £1 09 AL 1L By Lz HOBN | 88-08-8 | 09 op TTTEEnSl
=] ¥ g B1 ¥ o¥ gt 0d’ 06" 01 (i) a2 BOE [ 99F-T | 088 P O R 0
Lo o’ 41 B¥ ¥E n (e ¥ HHELD | 9 TSI WD JSE L T AR -a1/ene
wx B X1 ¥1 ¥ ) {0} i bo’ oo sl i) TUITORTT Re-peg L Ee AT 0
2] A Iy a1 B’y B 0o’ 100 " L1 8 8L 09 TTTORTT Se-PI-1 “nrBapds 0oLy SUeT 17T eear-6T/RIde
w L F A1 28 {1/ e B0- B e 8 ORI 8G-40-1 el L T S S
= SV FeodinTlR
= (X [ g2 91 B3 [ 0 o e TTITODTTT BE-A8-T JO.ADES 18RS EDdg 7T Ipeg
o "OOATE ATV J0
ge a8 Pir 088 0% 7T TR 00T ¢ | 90T ¥ op BILIF WO Y00 ey |77 T Ipeg
m wpduus Asneg o
oo T RE g5 L7 ELO W R ) e 600 2E L1 BOE0 BT GHERR] YIN0s WRRIIE T T ~IB/ATIS
B
o (
E1 S
B pus
o) j20) 215} {do
# (o TR [5:1] {Bpg) | wngs (803 L (o) | e () | B | Q) | Borg) | e uery (129} TORE00] pius
& mng L -eeing L mins | wmmp |l seu wmmge | eswamd | uon 5 mng | sy | -wied | sApeuy | -sapoo | mydec DG Istjung apdurng
ﬂ hurig! nﬂmﬂ S U R -Bepg | qED ey PNy “W3g, Joayeg
£ “0g
=
e
&
&
@
L]

F3ues fodsanLy Uy YO0 [as

LA3sang Tedolosn

adpy *Rpumoyy soysngl ‘pesv BmopLapy syonLl oy fo wiapm ayy fo sasfppun oy "0 WIEV ],

80 '3D80



g
£
w2

TRUCKEE MEADOWS AREA, WASHOE COUNTY, NEVADA

e $8 ) 688 1t s B8 LISE i) 1A K] 8Ll opTTTT PRI
oty T Bl me’t ey e oL 0881 | 89t 01 z 098 P B2E BE L1 o BOFL
ot I B g e et o 0T 0821 ¥ B £ g Wi s e opTTT AAFL
otn 11 DI NE i i ] 180 8oL 18 L1 £ a1 ARSI ¥z L1 op ]
s IR N AN B R R ¥eu [0 R ¥ BE1 [ 10t op 18095
S R LB 56 LE RS oy E” BB g 14| L50 o A
ok B RS 0 mr 4zn ez LN 4g 1 21 1% & 781 o o 14as
g-lay . g PR B e A CTTEITOIBE L1} [ 0 ¥E 655 LAl Bp s
gn e B | 988 i ¥61 e 11 L g ¥R 18 HEL e TR 1qp
1 5 s B & B0 L] - B A3F IS8l
gty 13 '8 BERL 180 g LRL| 8" 17 8T L) fiA R £ e TR 198 -0E/RIS
gy e BHo 08 e £8 o [} 0 LI o 0 E¥ G UL 1908L
3 £05 o] A% 0 gL o o BEIGL
Inkn e 8L WE 1 T ¥ it 88 BT 0% & 1} it i ! ST T RURET
e iR IR PP N 4 B g° o 0" '8 0 B¥ LOE TRt T Tl O W 3 e 1 e T (R
L B 1 O] B0E ] BaT 258 G w0 1 1 3L 28 o ¥l L TSRS NEM, T RIGL
Lo B 8L AET 0 FL i1 e 8 1" [ 79 o BET BT =t BadE eady, uery (U7 reepT-plieids
w01 E 0’8 | T%0 ] B8 A el B g [ g2 | 218 PRIy JROMINENE 17T T e
: “KAfIB A TRo g
g0 |2 08 ¥ 1 BIE BB |TTTTTTT] EBE a” g [ £y 1D 19% IO ApIB 8T mEanE TTTTTTIpRE
, ~unlnvr AB[ee Jo
L:nce B R T8 JOE'E | 005" | OGE [ OB AR R 1 R | % 118 AR o ¥ IR HROM WeRg (7T TIPEE
uodies Aaed o
feihu s I [ %L e 43 ¥ 80 B o0 9 (iR R i R I e DU BTG T 1987 ~0E{LUE
{De22 D801 § Do08T
e siman | 1m jid
THUN | R =18 | non | uop
oy -0F il I | U0 | -wie | -miD {&00)
#3148 PG -paL) | -HoN poupur | ~dean | -duss | (@) |CoN) | (@) | Qo) | Cosd| @m (coom| () TORa0] pue
sy |omad] opgd | eonw ~IagEp L uo it ok | oejea) | epix | epl | eyl | -U0q . ] BIEIOd | WU oy sy sl
AT | By oy jo pOp | enp | -0g AN | -OnLg | 0D | -Ing ) -de0 | -3eNg | B
“BHLE sl wog | RN e
iis]
-dg
Y3OMD B8
BENIPIVE SRS DOATISEICT

SpIU PUS WADIE LTSI ¢ X9 'U0IEN0LT ‘SOMOIBIOqWT SI1INY
‘mOemEpey JO nEedng 'S “HESH

BB AL T UOTY 28

LD S OITesE g0 juewivded 93U1S BPUASN “HOISN
§3I0d Uy S] QoI "WINIENIN J080X0 WONIM JAG 831U

{3500 ‘OUSERURLL BEY “07) (A4

dpadngy THIIE0I00N "R CHORO
4w a0 SJOMNIIEUGD DRATOSEID UV]

PANUNUOD-—a8N ‘AIuncy P0YSUM ‘004D BMOPDIJY SONOREL By Jo sssina oYg fo ssefyoun Doy ——'C TIAV]Y,




~PIE) puh W
fnope e ¥
oo jo BoStha &0 RSO 0o
ekt TEOPRIOAU] BIEN) LHT
: SRR AL
3o yuemaed
2] P30S

mw&nrgmuﬁﬁ.n Y ki Apeno SOYED DL ¥ ' g i o BAVIEAY T HTEV Y
¥ hw
o B BoROIRLT, O O Bl Ing & o sgapfhipun 6k
I i
H Ll

@8I} ‘AT, !
fuo
1 2ed 53384 |y 8] opga
‘WopEean
Jilonxa

frapesy ‘opsppunig ovg e
© EPRLERt

BpAGN ¢
SORAON HABN [ AaTs T
1 e Enwﬁmwwowmww&wmwb
81D 11V ]

o
&
m LN B
= w xxxxx o mw N .mav 181 $oE
a o bE e |18 T e
£ e hm 0z g 0o Y & &
& g e o oo o ; 5 =
ﬂTu fiid : i R S . oLt b & g o :
wo |6 o o @ L R iy [Ho)
| . ; * = o o mw ww&«n oopee mm:.wﬂzv e S
> m . , i, (o S |- ey 30 il [
0" - 299 . , 1 op e 151 : s 0 o |- ;S
5 55 et LR 00" lsop | eer b B | m | hes éb,.:m&mm S s
- b o & {1 : : a . - -
£ o R s |22 20 PR o 80 | 156 € e e
(=] i I w0 o1 9% W 27T JBOGTT g e o
11 4 ot i PR 65 40| aaen |
oy | i & 15 | ors e |
5 ool |8 ik R e pemER =
| : s 4 , = ,
o eaeal sl e e g le |e = ielrmee o
R i @ : m mm : o @a. v o % : E I s e ,wmw »»»»»» :-::-;Hﬂﬂaﬂ.fﬁui .(H,;Amﬁ&m%%mﬂm
B yg | g | =% i I b g [T e = .
m 78 L] h,mq i on fon , & i w_m“ m%ww mw::-w mw 2 =
v 0 4L 134 e BN w5 <0 | o - o .
T @ o " B b U %ﬁ e i
o TR AR R mmc BORN |80 ¥ o |- mwmﬁm
i B R - - o
T_ ) o ..}w.mm‘m.w,m; L1 01 FECe— s o“m:mw
nﬁ .wﬁmd GorH 4 001 s e
M Rﬁ-ﬂw &.n”-v e Mﬂ!l —Hmw»ﬁhm.\mw_ﬂm.mm_gw
=} iy | 6w as | (A) {590 g i
I ) mwwﬂ-m ) a_mw%u : FPRLI-OT/RTIR
Bt woyp sm0g | -0 L MMDV e
W émm i | o R0 oot N efRd) | 1 (8a)
= 9 | -uR Hoxy | woly A R i
R W] B o s
LS TR I h T A I R i
gt Aoy | -oop00 e
n,u 10 oooec gty
C e0IN0E o0t o
SO nug
=t
£
w



535

TRUCKEE MEADOWS AREA, WASHOE COUNTY;, NEVADA

fo-tny 1% 9L | ORLE T 0B0 | OSF'L L OsR'E T OBFE L IR OIF 1 5" 98 089°1} 0 oLF L N TIRA LTI ~6LeTdE
et BRI 1% e 0 £E 2l gk N 4 37 ne L8 @ ir AR Sl 11 ABALIE BORITAL, " TTTUERERT
Lo O B4 0% g9 0 a1 oA e 21 0 £e 8 ¥¥L 0218l [r o |reBupdy jepy Mopmery | Tus BTl
|t O B B°L ]800 5 088 L1 R R ¥ 0o %7 oL WL BT R R R R ()
Lt L ues 218 £ BOL T »mﬁ o0 BE £ o gig 1o’ il TR T ..m,,ww:w_mﬁw ....... i
Pt sl
et I I e o meelo £ W' B A B 5% 054 L5 N R B8 > JeoquInelgy By o7 BPEE
. “(adunadg
2 1 R 9% L BgE | 01 0e 88 11 .5 T JROGIUEN)E) US|~ ionengelerdy
350 £ ¥oLooritn U 28 BOL T gi1 50 o o L ¥ 0! ouL € TnIEAT IR AL AT LGE
i R 0L B SStal BN i 5 DR N 0g” [t 0’ [N a9 o i R TR0 SN T TRUS-00/R TG
S b Lk TETETTLERT e 4% 1t 0 8L T R L O
B0 0T N6 o £ Ml & ¥ 1 ] B6 o TTTImRARE T i PR L I
S0 11 LB LR 0 ¥ 086 7T ORE R £ 10 Ui 08 e g% | 21 £ Lt LRUEE
1850 1 9L e 10 £E1 1354 ek £ 1% & gL 1 n* 1 & gy £HU8E
Ig-tny 1 & BOLOMETL ) TR EEF 188 Bih 0 o 1 ] L BT [ gy i
gty e Ixy ] 2] LI e i 8 % e L) [ i 1:<C o Rl
& 0Zx 991 : ¥ 1% 4" 0T o op me e
g5 £ £ | BBE ] 0ir 481 818 ity Ok EN §8 ¥F 0 L [ . D FULDE
i BB T S TTTY ERE 8 o1 AL 19 TIEM GIpLT
fg-tny 1 8L ) BEL o we ong e 0'e kN ¥ i1 B ] B3 g 1epLI-05/81ds
& o 2L o LT op {121
b it I LR i 41 i 1% LR BE 9L 29 o op FORLI-BIG14S
D501 ) D081
{0a% Fpuem | 3 8
i SIS | wop | uen
. BT | B8 1O R
O -0, ungies| pejo], | panyor | -deay | «duay SO0
“wH 1spleg UL § UK e ua @y Coxy| (o {10} | (O8) 818 {Fooan) (o uoNo0] pue
Jop. uwad] pd | soue o enp | sup ueE | PIval | PR | oapu | ogu ~peq | aleuoqg | o STog g apdumg
AT | -8yE ~Janp wng | s ey | -og | IN ) oDRE ) -ODID | -IBE =29y -IRINE | R
ARG TIOCY |
f175)
b/
080 88
EEAPIVEL P08 DAAJUSELT

~PI8) PUT DALY “USIE XL ‘UCISTORH "EII0IBI0qRT SN \TEFLD F U3IPOH 30 3

twopempey J0 nesang RO HESO

‘@OWIT LY, | UOTY Jsd S1aBd gy B gojga

[
uanIndagy A10IR BPUABN “FORKN §
‘mnpEean jdeoss nopu Jed mized wl 948 BIUSNINISUCD DSAJOESIR V]

SFHBD DOSIORIE R MO0 1M
BAING [BIIF010AD RO SO

TONUQNON— a8y ‘AIUn0g GOYSDM DO4D SMOPUSTY PoYONLL 847 Jo espnty sYyy [o sasfpun (ROYMOY)—Q WIBVT




al
A T BB IR e R EL ey [N or” 98 311 BOSN | 8910 00 0oL T SR I R
> st TTTIRE e Hionias 117 s Bt ot : LIVIO [ ore -9 flew gy LUDES
=g “TLg SAT 1% 100 i ¥ 00’ al i goan | se0e-g s TTep BRpen
= L 0L 981 i [ A N O e e b 1 1
g g $ix 988 1L 15 1¥ 8 HOaW | 98-8 | 02 op LT
o ¥ 2% LA A 1w ¥ o o’ ¥ ¥ OS] ¥ETE 1 WL g Ch Y (6o
m o e 6F - IEE 08 o 7 apTe| ga-peg Iy WIURE | qea]
a e 9% 1% 0% L 81 HHSA | seerg SRS SROIAL T RpIOs-A1/ATE
W Rheien B el oan 1% il o UL stpat g T opTt I
£2 % w0 LA e b Trheg Bg o op L L -8 | 0L opTt 1
: 088 6% 88 1L oL opTL g | g op 19821
& o1 51 " 11, 15 ¥l HOSN { W-e-01 | e 7 op 1epgr
m SO B | 01 1 88w o0 w0 o 8 o9 ia el Roiuia e B e DR e £origY
EE R e 68 1L el e 98 opT e gRy o fTinmemmen gty 7one]
] 81 8r W 13, 4L 68 HASH [ 5¥31-9 ] gog o frrroen RSN s N 1az]
Lo S 22 % L1 1L 00T 81" o W op 5 BOSN | 805 -0 ] pug T Zeu]
5 oL e e ¥ 1L e % op 180T L BG TRy Ok el o
% o 98 15 1% 81 o9 fiat s B0 AR B R ecue e S e
]
m 0 £1 88 15 5 0r OPTTTE BT Y W e
& £ ¥1 w Bi ’ 19 op B96Y - | 9B op T
& 09 ¥ 08 AL LY i HOSN | 82111 | 00 op “TIpall
o - 81 ¥1 .o 26" [ W’ e og opTTT] Be-I1-E | 0B SO SNt I
0 31 9% % 79 LRI VTP 4010 010 62 9 gDSN | Be-AT-8 jese o 1w
9 7 0 ) | gE-Le-R | 008 o 11 ~1oids
ey
g2 piv
) , ) {da}
0 (1) | mmge | (g fepyy ) wangs | (eod e (apg) | eloa) | o) | Qv) | Coig) | eam ool | (o)) 10138901 pus
N wng | -sejod | wms | mp ~iE W | eEaes | woay "oy TN . f v | -mapd ) gsdleny | -oenes | ey satnos Fgcpmnn Hiueg
= 4T %mv BUI0d | -0g | Bepy | oD | e it g TR ey
2 “
=
ol
2
[ ) {310y ‘onsiounig ey “o0 [jes
L& ~PIEy PUR waos g ..mwgm fexar MOJHDOL .m&fawﬁkﬁ,g SN STV B 1o jusmiredagy 910 BDRARN _mwﬁwm,ﬂ LAnarng puorBoreen gL REEN
fEOURMEEY Jo DEAINg S ‘SN  Ue0way ‘4 tuopng fed slvd vy 8] gojus ‘wmapumdn jdesze uolIpE 2od sjaed W] 208 RIUADIINGOD DRAYGERIE UIV]
nnm ponunuo—aaN ‘Arunos s0USDH ‘UoAD BMOPDIFY 98N0RLL SY) JO 848100 syj [fo sopfljpun 1ONUWSYH—'C IV,
w2




SPIE PUR HAOIE ARDH XS], CUNISnog] SI0IRIOqE] mmﬁgo‘%ﬂﬂw fgigeoy] o juamiaudagy 33
CRolRmiRlae e hEeinil CE THURD

BIRE) 1Y, L UOHTIQ 4

BI400 WY B goyges mnjuean Jdox

T 3100 "oasonRL ] BWeR Y0 11es

I .
o o BgAn e 6L {58l 10 52 e TSR T g e ¥ wE o 01 g L R M
gy ¢ 98 [ 196, T8 0 TULERL T SE 8BRS 0D |8 : R TeRhL
g-tn g 81 {018’10 0L e LTl geg IRLT 0% 19 e o8 0 117 58 opTTT TEDEG
Stnhinn b (3 817 18" - 1w o8R0 i b TapT CINDEE
A & pE A 0088 i 9T 85 1.0° qrg e Srrmeme s . e e
Pt O 18 fogr 07 i R Loe §8 | F [ e 07 931 B T g CLUE ot
mm gy % gL 0 o I e MR B i 0" gLt 62 s IYUNEE TR0
G e g1 BT e o er 0 ot ¥l 4 og “Js]EL SONPIE LR DeRT
M itiets &S00 3o ot Saasie < DI AN - 81 zoe |0 [ A sttt TTeppTTT TSR]
TrIneialg BEE 06g 9% 818" ey o TTRPELL
- % BER ° Wi ¥ ulg 28 e Bp? “pomLg
w“ el g - 6 A b B s 1 s (o i 1pel
W fanheen ¥ 08 |88 Lot WOLER L TTTTeE . 1100 188 41 [ R R oL BE ope £0081
Igtn gt o 15 L CR A 859 08 [ £l £81 T opTT et
LT Z 81 i e g1 e a1 op “erepungl
Boagan g 6L |1 g S bame tTTTtigee o ent Jow o b ¥i B0 o g O ZET
it B hean BT 81 RN gRE e S AP
w z b1 E N benls g ¥ G nT zol - i “gapL
6| e | Fig! 73 O it 18 R N R S b O ZEDIT
w T I ! I N B ¥E7 - - 01 | B ainans & - S LIS “1epil
N E N 8 |- 4 A Rl I { S 13 Y b at I o B - op P11
Boogas e o't 16 1o g0 (0BG TTUTIERE jeot let W yE. (28 g 287 A RO S TR
g5 g 6L (g6 . i®eL l@Ez lEeE  TUUCTTTIENF. (000 (90 1 1B g1 100 e R TR I N R L
P R VR ) i i [ F13) 0 Duheutei 311 SHN: it op 1901 ~81/8118
m -
TIeS01 | D081
i (0.5 gjuam | 3w 18
B 18 gpe | uepr | uon
= uoly . gouE | MR [ RS T B+
a -ulan |y <019 unqavol petn, (peutu | -deas | -duan | {g) |CoN) | ) | G2 | Co) | CGOO) IGoDm)| ()
- ko ik mw.m .ﬂmv TG ~JHap fris) o Tz [y i:ha s 152 #p ] CEL Rl RO U THIea0] pug
fmg | -ea anun 3o | emp | enp | -0 | <IN |-0Big | -OMO| B8 | CEOM ) -awdyg | -BE HNOg Jpqunu sjduing
m ~Big g wng | isey | jEen ]
R ity ]
pijod
5% -ailg
G0 86
m FSOUPIUE BpIO8 PRATOSSICT
=]
=
B

VIH WpBAN ‘HOSN SAaadnR [RAlderosn R CROSD
x4 wojijul Iad B1Jud Ul @IU SIUSNIIISUOD PaslusElD TIV]

PIUTIEO )32 § CAINROS F0YEDYL DIID ENOPDIY 20yORLL BV} Jo #ij0n Iy} fo gaefjoup JoonadY 0 THEVY




A
B

=

=

0

£

=

g

2

3

B

=

=

P

5]

f=

8

w 4L
=1 L%
m 6oL o 1L M,w 5L, 9% OpTTTL B-L -C | oog op 1opoy
b}

&

B

=

B

m

=}

o

B

=

fos]

st

2

3

&

w2

& ¥L 15 & - B e OpTET GR-TE-0 0 OFS T Tpogt
B i) b BE Ry 18 - R TR [ TaRgE
') i} o Lt o £ % SOBN 1B R T TN RATT BUHONEY, | T Py
5 151 S ey - PR R e T 1L TR BN s 9 TINTT op iptair
¥ g s M i oy W iy BOBN L EE-RTR L 098 op s
L TR £ 80 T HUsN | 880 -£ g Y 1

¥ LHIO 169801 |t op Zpas

; ; B ToptolReerE fwp e op ZpvR

g B5 & e LR G G R R Saama .
. &2 gosa L8 OpTTlTermmyong

9t aL ¥ 1L AL lgE ] IR REgL | S op raps
B¢ CR SRR B X i b e o AN | 5611 | 10 op TeuL

] e 1) e 16 10 o g 89 SOB0 8050 ] o 1999
m 1z B T B T eR mm SEOE SRR R op TP
g o

. ho

o e

P
=)

e o

¥ S

08

-

g o i 2 il BF TITTORT RO=RI-E L RIE op %08
BOEO | 89815 1 15 15 1PYE -0B/6138

0L k1 i1 o’ o gt gearg HOBID STRAT T (piEe
B T ¥ e kit HHBO | 9o-u5-5 AR BT T i

g
e L) 154 L% ALy - a6 081 TUTNOPTT 08501 | 062 Trmmmm——— S (St
1%L ¥ TP G0l | R TR G TBOGE

Bg

£ =]
a8
T e

i

o
%
B o B g g

iL Iz Fatl HASN | 56 -4 | %5 - op FPUCE
20 8z oer |20 gr-jwe Jepe lzoo. |eoe | ie 86 UTOPTT) Be-TIg | 29 op FHADC-B1/6118

BN} (Ep) (o}
Gy oj-mme | oy | en) | wolo (en) | ong) | oma) | deg) (v} | (oig) | oy uoi} {yong} 0139001 pus

Wyl -suiog | owmgs | wup -9 TGRS | SS0UEE | moT Ho4l | mmuC g woffig | -waed | gsdmoy | o-oonoe | gydeq BTN Tarany aldumey
YL | opuw oi-ewjog | -og | -Bepg | -lep | -umpy Riuinyg I HeyRg

[I0e) "eoRuRL ] Beg e (s
JPIVD PUU WAGIT RO | XA, 'H0ISN0H ‘SolI0jRIOqYY SN (LTI ¢ PRl JO Jusmiudey 93718 BPUASN "HANN ;w?%m Mmuwmﬁcmw WL EOEN
D UOpUMNPAY 30 DRAInE §'0 "NESD  8vEl} 0L Ao Jad sjaed wposp opga “wWoiunin Jdarso uolipE 2ed slded WY edy §3USNIINN00 DIATOSNID 1TV ]

DINARAOH—GON ‘MUNO SOYSDM ‘DoID SMOPVOF] 0o%ONAL oYf JO BIGIDM oY [0 828MAIDUD DU GG FIAVT,




i
]
Ig-Eny i LRRE ¥ BEE 0F: g* L 3 " 2 :
“m&v A SRy G0k o § 28 Wb mﬁ mﬂ M .m %M < m&p ,m mwm
o D B 169 g |0 £ 9T T #oolee dopr £1 118 0 A I A S o JATY WABULL, |77 “UEbost
PR : . 17k my £A €8 i Beg ap ipair
2 8% Z BiLoTRl ey A O 107 g q° e e il WL 5e op 19011
= z o 0 80 oee 20 BIL ik ¥11 ap 1pug
Boigan g g o lo 1 g1g : :
7 : ] 2 4
&gy (BRI SOT - 1 11¢ 28 4 m: @m m. qm g° mmw mrwm
o “mgu BiLopmee 00 B 087 198 0T g’ 1% B9 0" LTI & apT 1ios
W et 9L TBIE 0 SRL CLUR Tt il i R | A 02 991 01 op 1oug
0 ¥ 0%t 3% o op apL
W e ¥ P11 381 0'¢ 18I 0 72l op 9B
Pa R 6L WL | RL B4 1 g0g 4Tt e b A P £ 12| ¥¥1 0 9% “ oy &
5] “msﬁu 2 B'L DiE % #1% ISR e R e SR B e ﬁw 2 ww www
“muu g 88 1ee | o BEoojoes Tt feeg o TCTUIg Lh g 0 91 DI B RO R e ikl
w 850 1 % &8 | EEF 4D 9% ¥96 655 1107 18T 1t AR i Ser 101 AL 1% =0g/6118
5 < I AT 7 O e 7 e U et B M ORI e S S - ¢ g [ B ey e SRRy SUNAR | pugg
mw L I A 6% | 88 |- ra (oA A N M R o 81 61F 0’ [ R R TTTHOMDY WY T ORAE-61/6118
[ i R B USRS o L SO D 17 B el - 79 | 8 15 i ap 19008
z - O I R s B it S RN TUTTTEOB 90T 1 9% 18 op=e 1oGgE
S % [ S e - TR ey e LI B T S M opT 10808
b S g | B R 0 e I B wocovt N S R O A -
. ; e kT . T g I 621 : L 1
M A0 | B 0% 4910 ¥ z08 28 o ¢% 91 | 891 00 1 100 op gmﬂm‘ﬁasm
£
o80T | ColBT
< {00 syumon | 4w e
=) 3 =338 1wy | wory
mm o SO e Bl mxa v%»a @
0 013 noqaval 1Ri0, (peuiux | duas | deas L () oD L {ad o o) Po 2 £
M énmawwhm mmmw ﬁn; mﬁmm <R .HWH% mﬂ.ﬁ «\Mo T kel S wEW Agﬁm.«v .MM\MWV Asmwwwﬁmm mmwwﬁ oG] pag
i T i s - B B il ~TH o) B, 3 1
° Pt bl = R -m%w 3 {4 13§ U | “ng .hwm g BT shynog Iy unG sjdureg
- gy Bty k ;
2 oo
(& -y
o ODBD S8 |
. m BSMELIBTY BPTOS DRATOSEICY

, eameyy "evspuney uvg o0 e
“PIay PUB WAOLE YINOE ° ¥eL MOISHO ‘SO0 RI0qw] SN0 ALY DIV 3o juenniiuds(l S1WE BDRASN * {Asaang Tespforoon wty
PHORTWReY Jo nedng ‘g "HgSN 0B “ay, L woypy asd mwha oy Bt geiga ‘mnpuean jdaoza mnEEE ﬁa% mwmhwa& oy mu% mmuﬁwﬁfwm_oum %w&mmmm% vl

ponunuo—asN ‘fAunog s0UsDM DoID SIOPBOJY SSYORLL BYE [0 840100 oYy Jo ssefoun OO Y ~"0 WILVT,




) Bl sndny Saimmadiiol yon-meiod g T R paodar pUe POTIO] M 0] DUUTESY ¢
£ ‘Rl sy faaninaadiue) elou- 010 o "o dun pos s
Jt ‘HonT Arnnaur wanguiod iy oo wotion ¢ W pOs $7 pYeIna e pun e iod pin nipog
- “gef] "0 yais g aunyeioduny H100-IoYI0H oe) 0PRSS DO Jod SiuaRAInbY G ‘SUBIIE pUS SU0JUE BooMiag SOOI ¢
£ *1rd padiodng mph PRpRToUeT o IO 01EUD0 10T [0 aN0Ra] ¢ R
w3 *uida g1y 8% pAlIndng P pRZINo] oG 0F PRIINSSY § “BISA[BUR JO ST 18 WONIDS U 5
=
= | ST it BB E¥F ¥ ] o o 0o’ o0 £g L1 SN Iy op” ) $8-E1-T. | BB TTerTIIERe B LI D e
i IR ORCR B g1 by i M ane 0o 0’ £ Be B il B e G Sorgka L e S BAURE
g LB ] ¥z oL an” Eo" i N 3 g op 5059 109 ety ) MR 0 i
B 8F 0 iR 1z 0o 1 e il LY w TTTORTTIL BE-RE-E BULIdg - " TEDHER
@ o TETTI R L) 4 we 1 10 o o’ ] Be BOSL | 812 TR ITTOOAL T T PUEE
oo ae ¥ s o W ] o8 HUSn | 8 I-g Supdg o0 pnge
| % 0] TUITTAL o A1 4L 08 e HOSK ol aks 01 |08 REIRS GG (0 e L
45 N ) 1 Fl L oo’ 06 L1 R (R B ) et A e weprrememmsesnes s fnnda Tt enze-geiardy
B 15 {4 141 o1 20 LL 08 PR e R e S oD 18pIE
=] o = g £ e n e AN R ISR e OO RE-RE-0 CBRE T RN e
b 34 a7 ¥ LI 4L g TR TEIAN | SRR R op B0
o ¥ o8 LT BL B RED 8" 01! i1 oL TIIeDe T L R0-R-T 1 008 SR e e L
=]
et 2 99 i i BE 0 iy [l L 14 ¥4 TUORTT ] BGET-lER op SERpOe
= g 1z o1 i 0T 00T i 100 oL By () BOR | 8GRI~ 08D Xttonat S e e BOBLE
et ; i ¥ BOL LL {1 SRR o HUISN | 20-92-L 1| 189 op oML
o 0 : g8 L B8 %8 L1 ¥ el Bt T op mpre
m %] 4 By 9 Do 1% 00" nor 7 12 BDR | 8811 109 ap £epie
LR 0Tl e 8 o 68 HUSD | 90920 . 92 ap Tapal
@ ¥ D bzy | 0g 0¥ oo’ 70" no- o1 L 19 BOEL ) BI-RT-T | B2 o N it
5 1'% 9% & 8L 0" iy 0" 0o° 2% g B BE-FT-T ) 6T op TTamaL
m ) 1 BF " o 0L B B B BN VT op £qa8l
£9Y 9 £1 0gr 94 LECTD | 68F -8 ) W0Ta op 2aaLl
o ¥ g £ 41 5E T4 B0 000 iks 44 BB | BE-6T-9 ) BT op TGPOT-0n/6118
B
i
m
et 3
m pun .
o) Ew) {as)
m ige] mags . () {epl} | woE | {e0) |0 e} B vy 1 Cojgy | ey Hogy (1921} Hopeno] pue
o= wnp | -seleg | wngE | wnp | o-eu mi | esaw 1 075 wody wny | eoms | -wied | gsdyewy |o-popen | adag VONTING s opdureg
m bty ﬁw.wwv ERI0L | -0g | AR clRDo | T gy Ry, joaieg :
o) 08
&

540

Ygopewmepey Jo nERINg RO “Hgwn

[ ‘0ospuBLL aug o0 [em

P8 PUB A0S AN {38, 'HOISN0H ‘851301 RI0G 8T SIS \LHETID P YMULH Jo jusmiuda 230ig PRASN "HOSM ! 4Assing TEordorosy g1 'SOEG
B0BI} 3T, PO 00 $3I0¢ Ul 8] YojNs ‘UERIUEIN JOM0%e UGN Joil B3iBd W] 4% SIUINLISUGD PoAlOBEID 11V

PONUTIUO a0 N ‘AIun0s S0YSHM ‘D040 SMOPRSIY au0nLy oYy [o viaypm oYy [0 $08AiRup JponEsY )~ TIEV],




841

TRUCEEE MEADOWS AREA, WASHOE COUNTY, NEVADA

*OREIINE DU MG 109]

2g o Fonond leoupiny pUS] S0IRE 199 BE0-520 1% 998 USRI A pordario0 spdinng

*BORJINS PUD] A0 00)

g¥L 99 aexved 1eoBIng PR MO[NT 00 RRL-E0L 19308 MOAIE Wi pRlonilon piduing i
639 0E “edinyRsip pUITIOIIS e

R L T A L e B R A I R O R D R T M o L R D e D U L A O AT G

"DV PHRT AT Tea)
0z 4% 2oxved Te0BiINe PIR] O] 0] GET-00E 18 108 TDREIS I POIaNIon Dd ey v
BU61 Rt CLRT T INGE BpBAAR] 10 SATIRNTI ) UL pejodal BIRATIEY »
"SIy SIS OIS
AT UIBIE S L Ty nredieg io-nnliog u

Lt R 9oL L8 LOIE LBEE. L0 T N Nosaa B B 8T W0 g8t F op “Tefre
gty g B LD 81 L gog 1 PLIeR e i PR 202 v : op 20988
8-t g PLoies obeel peor o LBLe 1Tl een U LEee e 0% AR 658 LI et 1), 1pP1e-05/0edg
B 11 §LFED 8 508 08 lgn 0l el 4 e 1o L0 LI e netanigne L0 e
(o e gL e 1D 810 R BF e i re e 4] I e 0% AR Iptee
o e B 8¢ |uee 5 U s - g Lol LT B SR Bt B e e o
..... Tl g o B e O R kit BRSO B TR b B ) RERN B gieh 190
gk g e - 811 0¥ LR S SR 8% |29 A E o O i It - e 1evee-opfeidg
bt g8 £ 081 00 e LR g9 Il opmroTe 16pIE
= £ o1L WL 8 LAL o 507 up G4oIE
meom B BOI TR0 T g1 W {4 S op FUOIE
bt S B 8L 4 L8 0 o ] Loy R B B 2 o8 RN 911 4 op £naoe
fgan e oL 019 10 1 S ) TUEE TN L & 9% 10 i 7L npTr Lo
gty 1 FoLo 009’1 %GB pERF | BEOTT |TTTTUTII0R'L KA EN el wEoo ¥ £E | Tty g
ST R 8L i g 8001 0ea | 18100 £6% LLL
gty 11 8L | 0OFL ) G08 | BAE “TT1BIG 19 [ BT 1 gIe | GE o £8 opTT 1BPEE
fg-Ea 1 E gL jeer D 08 it wE et lee 19 18 moe 81 1g op EUP0G
i g 9’8 | ¥IG | B E - Rt I A ' 1zT | 0%D 91 LIt A HN > S s R N a1 )
[t I 4 9L ojueL |0 [ASN ¥y I 4G B OO it g o 19561
G 1% 0 e L O8F 1R IBE T 8L 62100 el 8T T o 19¥]
gt R E N T it 1 SN S 9% o L] R I oy 20918
[ i k1 5 BN R TN e - S S 1% e | o we 1 o 5a4LT
LER I & B ££R |0 181 | 812 ¥We oo oler (80 -8 % o0 e 18 o pei-ig/ozdg
DhaRME | D081
{0:92 e 8
3¢ “aps | wopl | ouop
BOIEE R - “Bi0 ~BHY
aoty ~0I%. UOGIRO. [RIE [DOHIUL | -duas | <duae | (g} ((foaD) | (1) | (0| Cos)o o) fopmy (0}
8§12 | sp1og <R | e ~Jagpp | He oy Bor | Rl | Bpl ] opl | oy DY ayeU0 | WINU TH1ER0) pis
205 - jwesd] pd | souns 30 onp | eup - “fhp | -onpg | -ojgpn | -mg SO0 | -FR0lE | ~BALY T Janany spduey
g | -Jup wmng | -8y | -jeel 280y
ol uog
24010
] P
tO0e) 58
ESRIpIRTL EPIOE POARRSSICT

~PIE) PUE BAOIH ‘IR | X8, "H0JRN0H 'SaLI0IBI0qW] SN (LITTY | QiR o juemnauvdaq RiuiR WPURAMN HOISN

ﬁmﬁmﬁ ODSIOTNLYL BeE 00 (e
{dpaangy (earSoiong 'S0 SOR0

LRolvmeney 30 MU B0 YEdSn  90ual Y4l D oopng ded spaed uy 81 uopga ‘moimwin jdeaxs wonnw aed epred Wy 20 S1USnIISUOD DOATOSEID UV]
penunuo-—GaN ‘Arunol 204D DD BOOPUIJY PONONLT 941 JO g43jUm Yy O saEMiDUD 1WNHIYO—'C WIAV],

[y n—




842
SPECIFI

Specific conductance—elects
ductivity—expressed in mier
measurs of the ease with whic

a solution, = Specific conduct
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¢ CONDUCTANCE

rical conductance or more simply con-
omhos per centimeter at 25°C, is a
h an electric current will pass through
nce increases with an increasing num-

ber of dissociated ions in solution and with increasing temperature.
Therefore, if specific conductance is referred to a constant tem-
perature, commonly 25°C, it is an approximate measure of the num-
ber of dissociated ions in solution, or a rough measure of the
dissolved-solids content. In the Truckee Meadows area, dissolved-
solids content can be estimated by multiplying specific conductance
by about 0.7.

HIYIDROGEN ION CONCENTRATION (pH)

The pH of a solution is the negative logarithm of the hydrogen
ion concentration. Generally, water having a pH of 7.0 is regarded
as neutral. Water having a pH of less than 7.0 is considered acidic,
and water having a pH of more than 7.0 is considered alkaline.

HABRDNESS

Hardness is expressed in parts per million of calecium carbonate.
This is done as a matter of convenience and does not necessarily
imply that calcium carbonate is present in the solution. For ex-
ample, since hardness is expressed in parts per million of calcium
carbonate, if it is assumed that all the hardness in a particular
sample is due to calcium, the parts per million of caleium can be
computed as follows:

at.wtCa
mol. wt Cat0s

MAJOR CHEMICAL CONSTITUENTE

Generally, the cations sodium, potassium, calcium, and mag-
nesium and the anions chloride, sulfate, and bicarbonate and carbonate
are the most abundant and significant constituents in the waters of
the Truckee Meadows area. In this report, these ions are referred
to as major constituents. On plate 8, diagrams, which are modi-
fied from a diagram first used by Stiff (1951), indicate the major
constituents, in equivalents per million, and thus indicate the
general chemical character of the waters of the Truckee Meadows
area.

ppm Ca==hardness (in ppm CaC0s) X

BODITM

Sodium is an abundant ele
It is derived mainly from th
plagioclase feldspars in the ¢

ment in the waters of the study area.
¢ chemical weathering of some of the
oranitic rocks of the area, and also it
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is derived partly from some of the ferromagmesium minerals in
these rocks. Sodium carbonate is one of the chief end products of
the weathering of sodium-rich plagioclase feldspars, and it is readily
dissolved by water, especially water containing carbon dioxide.
The other principal source of sodium in the waters of the Truckee
Meadows ares is the Steamboat Springs system in and adjacent to
the Steamboat Hills.

Calcium or magnesium ions in water in contact with mmera.ls
containing sodmm may be exchanged for sodium. This mechanism,
commonly termed “ion exchange” or “base exchange,” is at least
partly responsible for increasing the concentration of sodium in
some of the waters of the area.

POTASBBIUM

Potassium is less abundant than sodium both in the rocks of the
area and in the waters that drain from the mountains of the area.
Most of the ground waters in the valley contain less than 10 ppm
potassium; however, some of the waters in the Steamboat Springs
subarea contain about 70 ppm potassium,

CALCIUM AND MAGNESIUM

Calcium and magnesium oceur in varying amounts in most of
the voleanic rocks in the mountains and in the detritus derived
from these rocks. Caleium oceurs in most of the plagioclase feld-
spars in the andesite and basalt of the area. Also, calcium and
magnesium occur in the pyroxene and amphibole mineral groups
that are abundant in the rocks. Weathering of these minerals
produces many caleium and magnesium compounds that are moder-
ately to highly soluble in water.

The concentrations of calcium and magnesium in most of the sur-
face waters of the area are low, The amount of caleium and mag-
nesium in the ground-water system, however, varies greatly from
one part of the valley to another. As calcium-and-magnesinm-rich
ground water moves downgradient, it generally is diluted by infiltra-
tion of irrigation water having a low dissolved-solids content, and
the concentration of caleium and magnesium decreases, The per-
centage of caleium and magnesium commonly also decreases be-
cause of ion exchange.

Caleium and magnesium carbonate are readily soluble in water
in the presence of carbon dioxide. Therefore, depending partly on
the availability of carbon dioxide, which varies with changing
physical and chemical environments, calcium carbonate and mag-
nesium carbonate may be precipitated or dissolved from the
alluvium. Accumulations of calcium and magnesium salts in the




S44 CONTRIBUTIONS TO THE HYDROLOGY OF THE UNITED STATES

alluvium, especially caleium and magnesium carbonate, lamlly con-

trol the chemiecal character of ¢
CARBONATE

he waters of the study area.
AND BICABBONATE
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obtained from a shallow well dug in bleached rock, contained 1,680
ppm sulfate. Sample 19/19-22¢d1, obtained from a fairly deep well
downgradient from an area of bleached rock, contained 1,959 ppm
sulfate. The ephemeral streams in the southern and northern
branches of the Bailey Canyon and wells north of the mouth of the
canyon also show the relation between bleached rocks and sulfate.
The south branch of Bailey Canyon drains an area underlain pre-
dominantly by unbleached rock, whereas the stream in the north
branch of the canyon drains a large area of bleached rock. Sample
St17/20-2acl from the southern branch of Bailey Canyon contained
191 ppm sulfate, and sample St17/20-2ad1 from the northern branch
of Bailey Canyon contained 2,570 ppm sulfate.

On plate 3, the relation between bleached rock and sulfate in the
waters is apparent. For example, note the shape of the diagrams
depicting the major ions in the water of the creek in the north branch
of Bailey Canyon. Also, note the shape of the diagrams for the
waters in the wells downgradient from the mouth of Bailey Canyon.
It is probable that the water in most of the wells near the mouth
of Bailey Canyon consists at least partly of water infiltrating from
Bailey Canyon.

CHILORIDE

Minerals containing soluble chloride compounds are rarve in the
rocks of the area, and probably most of the small amount of chlo-
ride in the streams draining the mountains is derived from pre-
cipitation,

Large amounts of chloride are added to the ground-water system
in the Steamboat Springs subarea. (See analyses of samples
Sp18/20-33acl and Sp18/20-33db2.) White (1957a, p. 1646) con-
cluded that the chloride in the waters of the Steamboat Springs sub-
area is derived from a magmatic source and is transported from
depth in a dense vapor solution. As the waters, rich in chloride,
move downgradient from the springs, they mix with and are diluted
by waters that contain very little chloride. Therefore, the amount
of chloride in the waters of the area generally decreases with in-
creasing distance from the Steamboat Springs subarea.

Chloride compounds are not commeon in the alluvium downgradient
from the springs. For the most part, chloride probably is not pre-
cipitated in the alluvium but is carried in solution, is discharged into
the Truckee River, and thence is removed from the basin. Samples
St19/18-13ac2 and St19/20-12¢d1 indicate that about 10 ppm chlo-
ride was added to the Truckee River in the study area on April 17,
1959,
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MINOR CHEMICAL CONBTITUENTS
IRON AND MANGANESE

Iron and manganese in the waters of the Truckes Meadows area
are similar in their chemistry and occurrence. In table 5, of the
two data columns on the occurrence of iron-—one represents iron
in solution at the time of analysis, and the other represents total
iron. The data column for manganese represents manganese in
solution at the time of analysis.

Iron is a very abundant element and manganese is a somewhat
less abundant element in the rocks of the area. The presence of
either element in water, however, depends on a number of com-
plex interrelated factors such as pH, availability of oxygen, the
presence of other chemical constituents, and, in some water, the
prescence of bacteria. A sample containing abundant dissolved iron
at the time of collection may contain little or no dissolved iron at
the time of analysis. Commonly, the dissolved iron is precipitated
in the sample container in the form of ferric hydroxide soon after
the sample is obtained. In addition, many samples may be high
in iron content as a result of being in contact with the steel well
casing or pump column. Therefore, the data in table 5 pertaining
to iron have only limited use for geochemical interpretation, but
they are useful for evaluating the suitability of the waters for
various uses (p. 552).

LITHIUM

Lithium is an alkali metal similar in many characteristics to
sodium and potassium. Data on lithium in the waters are meager;
however, the data suggest that, similar to boron (p. S47), most of
the lithinm is derived from the Steamboat Springs system. The
highest concentrations of lithium, 10 and 8.3 ppm, were noted in
samples 18/20-28ba2 and Sp18/20-33acl, respectively.

TURANIUM

As part of the Survey’s nationwide radioelement sampling pro-
gram, 47 water samples from the study area were analyzed for
uranium and radium in addition to the usual elements and com-
pounds. The presence of uranium in the waters of the Truckee
Meadows area is discussed in a previous report (Cohen, 1961, p.
4199-4206). The following is a brief summary of the information
given in that report.

Uranium content tends to increase with increasing bicarbonate and
carbonate concentrations. It appears to be related also to chloride
and sulfate concentrations. Waters containing high concentrations
of chloride tend to be low in uranium, whereas some of the waters

L T L
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containing high concentrations of sulfate are comparatively rich in
uranium.
FLUORIDE

Fluoride is a rare element in the rocks of the Truckes Meadows
area; mostly, it occurs in concentrations of less than 1 ppm in the
waters of the area. The highest concentration of fluoride, 4.5 ppm,
was noted in sample 19/19-25bad.

HITRATE

Most of the nitrate in the waters of the area probably is of organic
origin. Some plants in the area add nitrogen compounds to the
soil; in addition, the leaching of fertilizers and of animal excreta
and sewage effluent add nitrate to the waters of the area.

The waters of the streams draining the mountains and the waters
of most of the wells commonly contain less than 1 ppm nitrate.
However, concentrations of nitrate in the waters in some of the wells
in the valley are as high as 15 ppm. Sample 19/19-1bal, from & shal-
low dug well, contained 110 ppm nitrate. :

BORON

Boron is rare in the rocks of the area; mostly, it occurs in concen-
trations of less than 1 ppm in the waters of the area. However, un-
usually high concentrations of boron, as much as 46 ppm, oceur in
both the waters in and the waters downgradient from the Steamboat
Springs subarea.

Boron is a significant constituent in the waters of many hot springs
throughout the world. Most writers agree that high concentrations
of boron in thermal waters indicate a probable magmatic origin for
at least part of the thermal waters.

TEMPERATURE

Ground-water temperatures in the Truckee Meadows area cover
a wide range. The minimum temperature is about 52°F, and the
maximum temperature at land surface is at the boiling point.
Water temperatures in shallow wells that are not influenced by the
water from thermal areas are about 53°F, which is about 8° warmer
than the average annual air temperature.

A principal source of thermal water is the Steamboat Springs sys-
tem. At shallow depths, the temperature of much of the water is
above the boiling point. Structural deformation and stratification
of the water-transmitting deposits downgradient from the Steamboat
Springs subarea locally cause marked changes in water temperature
in wells only short distances apart.
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The Moana Springs subarea in secs. 13, 14, 20, 23, 24, 26, 27, and
28, T. 19 N., R. 19 E,, is the other major thermal ground-water sys-
tem in the study area. At land surface, the water temperature of
this system generally is somewhat lower than the water temperature
of the Steamboat Springs system. The hottest temperature of water
at the land surface is 188°F at well 19/19-26db1, which is reported
to be 86 feet deep.

For the most part, other areas whose ground-water temperature is
higher than normal are smaller and less defined than the Steam-
boat Springs and Moana Springs subareas. One such area is in sec.
12, T. 18 N, R. 19 E. On May 13, 1949, the temperature of the
water flowing from well 18/19-12db1 was 68°F. The well is 301 feet
deep, and it reportedly penetrated andesite at 232 feet below land

CONTRIBUTIONS TO THE HYDROLOGY OF THE UNITED STATES

surface. The well later was
was pumped. When pumped
water temperature was €2°F.
sulted from the mixing of w
water from shallower aquifers.

other shallow wells nearby, tl

shallow aquifers is estimated to
Ground-water temperatures

rate of temperature increase w
considerably on local condition

below, the rate is about 1°F f

perforated at shallow depths and
at the rate of about 1,000 gpm, the
The lower temperature probably re-
ter from deep aquifers with cooler
On the basis of the temperature in
o temperature of the water in the
be about 54°F.
normally inecrease with depth. The
ith depth in the study area depends
s, but on the average, as exemplified
or each 30-50 feet of depth. In the

interval from 634 to 644 feet below land surface in well 19/20-8bd1,
the water temperature is 74°F; and in the interval from 753 to 763
feet below land surface in well 19/20-17acl, the water temperature
is 75°F. These temperatures are about 20°F higher than that
of the water in shallow wells in the same areas.

VARIATIONS IN CHEMICAL QUALITY

As indicated on page S43, the percentage of the major cations, so-
dium, potassium, calcium, and magnesium, depends to some de-
gree on the process of ion exchange. This phenomenon, coupled
with the extreme variation in the abundance of these elements in
the rocks of the area, makes it difficult to classify the waters of the
area on the basis of the major cations. A classification based on
“the major anions, carbonate, bicarbonate, sulfate, and chloride, is
possible, and it is useful for evaluating the hydrogeochemistry of
thearea,

Based on figure 3, which is a trilinear plot of the percentage of
equivalents per million of carbonate plus bicarbonate, sulfate, and
chloride, the waters are divided into three groups:
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ge of equivalents per million of
ercentage of equivalents per mil-
the percentage of equivalents per

million of carbonate plus bicarbonate is less than 80 percent of
the total equivalents per million of the four anions. These

waters, plotted in field I of
waters.

figure 3, are classified as chloride

2. Waters in which the percentage of equivalents per million of sul-
fate is greater than the percentage of equivalents per million

of chloride and in which the

percentage of equivalents per mil-

lion of carbonate plus bicarbonate is less than 80 percent of
the total equivalents per million of the four anions. These
waters, plotted in field II of figure 3, are classified as sulfate

waters.
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3. Waters in which the percentage of equivalents per million of car-
bonate plus bicarbonate is greater than 80 percent of the four
anions, These waters, plotted in field III of figure 3, are classi-
fied as carbonate-bicarbonate waters.

Of the 113 analyses given in table 5, 29 are classified as carbonate-
bicarbonate waters. The plots of these waters fall in a fairly con-
tinuous band along the base of the triangle opposite the 100-percent-
chloride vertex and represent mixtures of carbonate-bicarbonate
and sulfate waters in varying proportions. Therefore, the use of
the 80-percent carbonate-bicarbonate value to separate the
carbonate-bicarbonate waters from the chloride and sulfate waters
is somewhat arbitrary. There is no apparent break in the band of
points that indicates where the line separating field III from fields
I and II should be drawn. However, the 80-percent break is useful
because most of the waters that drain areas of unbleached rock and
most of the waters diverted for irrigation contain about 80-percent
or more carbonate plus bicarbonate.

Sixty-five samples, plotted in field II of figure 3, are classified as
sulfate waters. Nineteen samples, plotted in field I of figure 3, are
classified as chloride waters. All but one of the chloride waters,
sample 19/20-8ad2, were collected from the Steamboat Springs
subarea or downgradient from the springs. Plots of samples
Sp18/20-33acl, Spl8/20-33db2, and 18/20-28ba2 are closest to
the 100-percent-chloride vertex. Sample 18/20-28ba2 was obtained
from a steaming well having a bottom-of-hole temperature of 271°F,
and the other two samples were obtained from hot springs.

Partly on the basis of an evaluation of the thermal conductivity of
the rocks and an evaluation of the enthalpy—heat content above
0°C—of the waters of the Steamboat Springs subarea, White (1957a,
p. 1649-1643) concluded that the chief source of the heat in the
Steamboat Springs system must be a magma. He further hypothe-
sized that the chloride in the waters of the Steamboat Springs sub-
area is assoclated with magmatic activity.

As noted above, all the waters whose plots lie in field I of figure 3
except sample 19/20-8ad2 are in or downgradient from the Steam-
boat Springs subarea. The chloride content in sample 19/20-8ad2
is anomalously high. The sample was collected from a shallow
~ dug well in an area in which sodium chloride formerly was used to
ice railroad cars. The high chloride content in the sample is inter-
preted as resulting from leaching of the sodium chloride on the
ground. .
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MOVEMENT AND BLENDING OF THE WATERS

The distribution of the points in figure 3 illustrates a number
of significant aspects of the hydrogeochemistry of the area. There
is a marked tendency for the points to fall into two bands, one of
which is parallel to the leg of the triangle opposite the 100-percent-
chloride vertex and the other of which is parallel to the leg of the
triangle opposite the 100-percent-sulfate vertex. There is no concen-
tration of points parallel to the leg of the triangle opposite the 100-
percent-carbonate-bicarbonate vertex.

The points in the band opposite the 100-percent-chloride vertex
represent carbonate-bicarbonate waters, sulfate waters, and mix-
tures of the two. Waters associated with and downgradient from
the area of bleached rock in the Carson Range southwest of Reno
illustrate the movement and the mixing of carbonate-bicarbonate
waters and sulfate waters. Alum Creek drains an area of bleached
rock (pl. 8), and sulfate constituted 98 percent of the total equiva-
lents per million of the major anions of the water from the creek.
The remaining 2 percent was chloride. Amnalyses of samples
19/20-22¢d1 and 19/20-22dcl show the chemical quality of waters
in wells immediately downgradient from the area of bleached rock.
Sulfate constituted about 85 percent and about 91 percent of the total
equivalents per million of the major anions of samples 19/20-
922¢dl and 19/20-22dcl, respectively. -Although the percentage con-
tents of sulfate in these two samples are comparable with the
percentage content of sulfate in the sample from Alum Creek, the
waters from the wells contained about 7-16 times more sulfate than
did the water from the creek. This quantity difference probably
was related to the time of sampling of Alum Creek. The sample
was collected during a period of peak discharge. Therefore, it is
presumed that the sample was greatly diluted by snowmelt. Dur-
ing most of the year the chemical quality of the water in the creek
probably is similar to the chemical quality of the two well samples.

Sample 19/19-22acl, which is from a well in the same general
area as Alum Creek, contained only about 1 epm sulfate, whereas
samples 19/20-22¢d1 and 19/20-22del contained about 41 and 18
epm sulfate, respectively. The three wells are of comparable depth
and probably of comparable construction. Well 19/19-22acl was
drilled in moderately permeable older alluvium near the edge of a
deep canyon that carries snowmelt runoff during part of the year.
Samples 19/20-22¢d1 and 19/20-22dcl also were obtained from
wells near canyons that periodically carry snowmelt runoff. How-
ever, these wells penetrated fairly impermeable diatomite, diato-
maceous clay, and silt of the Truckee Formation. Because of the
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moderately permeable nature of the older alluvium in this area, a
large part of the ephemeral streamflow in the canyon adjacent to
well 19/19-22acl probably recharges the ground-water reservoir.
In effect, well 19/19-22acl probably is tapping a fresh-water lense
overlying waters rich in sulfate. If withdrawals from the fresh-
water lense are increased significantly, the water quality probably
will deteriorate.

Samples of ground water downgradient from areas of bleached
rock generally show the following trends: (1) The percentage of
equivalents per million of sulfate decreases and the percentage of
equivalents per million of carbonate-bicarbonate increases; (2) the
dissolved-solids content, particularly the sulfate content, decreases:
and (3) the percentage of equivalents per million of calcium and
magnesium decreases and the percentage of sodium increases. The
first two trends result almost entirely from the dilution of sulfate-
rich waters with carbonate-bicarbonate waters that infilirate from
irrigation waters diverted from the Truckes River and from streams
draining areas of unbleached rock. The third trend results mostly
from ion exchange.

Sulfate derived from areas of bleached rock also occurs in ther
mal wells and springs in the Moana Springs subarea. Except for
their above-normal temperatures, these waters are similar to the
cold sulfate waters in other parts of the valley. The higher temper-
atures probably are caused by deep circulation of the waters of the
subarea.

The band of points parallel to the leg of the triangle opposite the
100-percent-sulfate vertex in figure 3 are chloride waters, carbonate-
bicarbonate waters, and mixtures of the two. The shape of the
water-level contours of plate 2 suggests that the chloride-rich ground
waters originating in the Steamboat Springs subarea move in a
northward direction toward the Huffaker Hills. The carbonate-bi-
carbonate waters that mix with and dilute the chloride waters are
derived principally from Whites Creek (sample St18/20-30aal),
Thomas Creek (sample St18/19-13dal), Evans Creek (sample
St19/19-35ad1), Steamboat Creek (sample St17/20-5dcl), Steam-
boat ditch, and Last Chance ditch (St18/19-12bb1).

SUITABILITY FOR USE

The chemical data given in this report help define some of the
chemical and physical characteristics of the waters of the area.
These characteristics are significant, but they are not the only fac-
tors that should be evaluated in order to determine whether a cer-
tain water is suitable for a particular use. Bacteria content and,
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for surface water, sediment content are two significant factors that
were not evaluated during the present study. Thus, the remarks
pertaining to suitability, given below, are restricted to an evaluation
of the data given in table 5 and do not indicate the sanitary condi-
tions and sediment content of the waters.

DOMESTIC

According to the U.S. Public Health Service (1962), waters con-
taining more than 1.7 ppm fluoride may not be supplied by inter-
state common carriers to passengers. Trace amounts of fluoride,
about 1.0 ppm or less, are believed by many to be beneficial in pre-
venting tooth decay in children. A report by the California State
Water Pollution Control Board (1952, p. 238) implies that concen-
trations of more than 4 ppm fluoride may affect bone structure

~ adversely. Only one of the samples of waters in the Truckee

Meadows area, sample 19/19-25ba4, contained more than 4 ppm
fluoride. Upper limits for other chemical constituents as established
by the U.S. Public Health Service are:

Pavts per

Constituent mitilion

Iron and manganese (sum) 0.3
Magnesivm . 125
Chloride . : 250
Sulfate : 250

Total dissolved solids: . _
Good-guality water.. . . 560
Where no better water available 1,000

Iron and manganese ave objectionable in water used for launder-
ing. Excessive amounts of these elements and their compounds
commonly leave stains on clothing and plumbing fixtures.

Chloride concentrations of more than 250 ppm, especially in the
presence of an equivalent amount of sodium, may impart a no-
ticeable taste to the water. Chloride concentrations of more than
250 ppm are common in the ground waters in and downgradient
from the Steamboat Springs subarea.

Sulfate concentrations of more than 250 ppm may have a laxative
effect when combined with other ions, notably sodium or mag-
nesium, Waters containing more than 250 ppm sulfate occur near
the margins of the valley downgradient from areas of bleached rock.

Hardness principally is caused by the alkaline-earth elements, of
which calcium and magnesium are the most abundant. Hard water
is objectionable for most domestic uses. However, it is difficult to
set limits on the hardness of water that is tolerable. Generally,
water having a hardness of more than 100 ppm, expressed as cal-
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eium carbonata, is considered hard. If water has a hardness of
200 ppm, it is considered very hard, and commonly it is softened by
artificial means. Many of the waters of the area have a hardness
in excess of 200 ppm.

The temperature of the waters in and near the Steamboat Sprmc's
and the Moana Springs subareas commonly is high. Except in spe-
cial situations (p. S56-57), the high temperatures cf the waters in these
subareas detract from their Smtwhzhty for domestic use.

IRBIGATION

The suitability of water for irrigation depends mainly on the
chemical quality of the water, but it also depends on the nature of
the soil, the type of crop, irrigation pmcﬁme&, and many economic
consx.damtmns A number of general criteria, however, can be used
to evaluate the suitability of water for irrigation.

One of the most critical elements in irrigation waters is bomn
Boron is essential for proper plant nutrition in small amounts, but
it is toxic to many plants in concentrations only slightly above the
needed amounts. Even those crops that are most tolerant to boron

commonly cannot survive wat
4 or more parts per million of 1
to boron cannot survive if the
boron. Many of the waters in
boat Springs subarea contain n
fore, future development of gro
area probably will be limited.

ers having a concentration of about
oron. Plants that are very sensitive
waters contain as much as 1 ppm
and downgradient from the Steam-
auch more than 4 ppm boron; there-
und water for irrigation in this sub-

No classification adequately relates water quality to all the vari-
ables that commonly are considered when evaluating the suitability

of water for irrigation. Howe
U.S. Salinity Laborwtery Staff

for classifying waters for irrig:
the electrical conductivity and

The latter is defined by the equat

BAR==

and is related to the experime
dium by soil. Excess sodium

ver, a classification pmpeaed by the
1954) has proven to be a useful guide
ation. The classification is based on
the sodium-adsorption-ratio (SAR).
on

Natt

/C¢i+3—£~ Mgt?
2

ntally determined adsorption of so-
commonly causes clay particles in

soil to disperse and thereby reduces the permeability of the soil.
A modified form of the diagram proposed by the U.S. Salinity
Laboratory Staff (1954, p. 80) is shown in figure 4. SAR is plotted
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as the ordinate, and salinity hazard or conduectivity as the abscissa.

The following classification of

irrigation water with respect to salin-

ity hazard and SAR is given by Wilcox (1955, p. 7) :

{11 Losw-salinity water (Cl1) ean
most soils with little likelihood tha
is required, but this occurs under
of extremely low permeability,

{21 Medium-salinity water {(C2)
leaching occurs. Plants with mode

be used for irrigation with most crops on
t goil salinity will develop. Some leaching
normal irrigation practices except in solls

ean be used if a moderate amount of
rate salt tolerance can be grown in most

cases without special practices for salinity controk

[3] High-salinity ‘water (C3) ean
age. Even with adequate dralnag
trol miay be required and plants w

ot be used on soils with restricted drain-

ith good salt tolerance should be gelected.

{4] Very high salinity water (C4) is not suitable for irrigation under ordi-

nary conditions  but may be
clrcumstances.
[5] Low-sodium water (H1) can

used oceasiopally “under  very special

be used for irrigation on almost all soils

with little danger of the developm
dium. However, sodium-sensitive

ent of harmful levels of exchangeable so-
erops such ds - stonefrult: trees kami ave-

eados may accumulite injurious concentrations of sodium.
(6] Medium-sodium water {82) will present an appreciable sodinm hazard

in fne-textured soils having high

eation-exchange eapacity, espemally under

low-leaching econditions, unless gypsum is present in the soil. Thiz waler

may be used on coarse-textured or

organic soils with good permeability.

[71 High-sodium water (83) may produce harmiul levels of eschangeable
godium in most soils and will require special soll management—good drain-
age, bigh leaching, and organic matter additions.

[8] Very high sodinm water {84

) ‘is generally unsatisfactory for irrigation

purposes except under special circumstances.

The classification of the suitability of the waters of the Truckee -

Meadows area for irrigation, based on the classification by Wileox,

is given in table 3.

INDUSTRIAL
Because of the wide variation in quality standards for industrial

re, special management for salinity con-

water, this report does not include a detailed discussion of the suit-

ability of waters of the area f
of ground water have been

or industry.  Most industrial supplies
developed near the Truckee River.

Ground waters in this subarea generally have a low dissolved:

solids content, although they a

re somewhat hard in the western part

of Reno and west of Reno. Increased development of ground water

near the Truckee River may

improve the quality of the ground

water as a result of induced recharge from the river to the ground-

water reservoir.
HEAT

AND POWER

;l?herﬁml waters from the Steamboat Springs, Moana Springs, and
Lawton Hot Springs (SW1,NE1, sec. 13, T. 19 N, R. 18 E.) sub-

E
:
.
3
.
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areas are used for resort purposes. Because waters from the Steam-
boat Springs subarea tend to corrode pipes and deposit scale, attempts
to use these waters for heating greenhouses and private homes
generally have failed. However, some of the waters from the Mo-
ana Springs subarea are being used successfully to heat private
homes and a motel. Future attempts to develop thermal waters
in the Moana Springs subarea for heating therefore may be
suceessful.

Exploratory wells have been drilled in the Steamboat Springs re-
gion in an attempt to develop a source of steam for generating elec-
tric power. The exploratory work is in a preliminary stage, and it
is too early to determine whether steam can be recovered economi-
cally. Probably, sufficient heat is associated with the Steamboat
Springs subarea to develop large amounts of steam, but it is not
known whether there is sufficient recharge to the springs system
to support steam wells large enough for the economic generation of
electrical power.

FUTURE DEVELOPMENT

In the past decade, there has been increased urban and industrial
development in the Truckee Meadows area. Industrial develop-
ment has been concentrated mostly near the Truckee River, and
urban development has occurred in the cities of Reno and Sparks
and in the areas bordering the cities. Many areas formerly under
cultivation are now homesites, and if the trend continues, the irri-

gated acreage will decline as urbanization expands. As a result, it

is possible that ground-water

recharge will decrease substantially;

consequently, the problems associated with the high ground-water

levels in the northeastern part
alleviated.

Increased pumping near the
for municipal and industrial u
charge from the river to the

of the Truckee Meadows area may be

Truckee River, to supply more water
se, probably will induce iucreased re-
rround-water reservoir. Losses from

the river, however, may be less than the amount of puinpage to the

extent that inereased pumping

At present, ground-water lev
the summer as a result of infi
for irrigation. Thus, during

in discharge areas may help salvage

-ground water currently being evaporated or transpired.

els reach their maximum altitudes in
ltration from surface water diverted
the summer, when the flow of the

Truckee River is low, and, a8 a result, the amonnt of surface water

available for municipal and
ground-water levels are at or
transpiration losses are great

ther uses may be in short supply,
near their yearly peaks and evapo-
est.  Increased ground-water pump-

ing, especially in the waterlogged northeastern part of the basin,
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could increase the amount of water available for municipal and
industrial uze and, at the same time, could both relieve the water-
logging problems and decrease water losses by evaporation and
transpiration.

More detailed information will be needed to help define the rela-
tion between surface and ground water in the area. When this in-
formation becomes available, it is possible that methods can be de-
veloped to cause some of the floodwaters of the Truckee River to
recharge the ground-water reservoir and, subsequently, to be di-
verted to wells. ‘

The aforementioned methods of modifying the hydrologic regi-
men of the Truckee Meadows area are possible. However, any or
all of these modifications probably can best be made as part of an
integrated plan for the development of the surface-water and
ground-water resources of the area.
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